








SYMBOLS:
(ALL SYMBOLS SHOWN MAY NOT APPEAR ON DRAWINGS)

C

LIGHT FIXTURE SURFACE MOUNTED

LIGHT TRACK

OUTDOOR POLE MOUNTED FIXTURE -
SEE LIGHTING POLE AND FIXTURE SCHEDULE

EXIT LIGHT - CEILING MOUNTED

EXIT LIGHT - WALL MOUNTED

SINGLE POLE SWITCH - TOGGLE TYPE
K a

S
S

SWITCH DESIGNATION

SWITCH TYPE
(2) DOUBLE POLE
(3) 3 WAY
(4) 4 WAY
(K) KEY OPERATED
(P) WITH PILOT LIGHT INDICATION
(T) TIMER SWITCH
(D) DIMMER

INDICATES DUAL LEVEL SWITCHING - SEE DUAL LEVEL SWITCHING DETAILDLS

S

SINGLE POLE TOGGLE SWITCH WITH DUPLEX RECEPTACLE COMBINATION

SURGICAL LIGHT CONTROL

MOMENTARY CONTACT SWITCH

L LOW VOLTAGE SWITCH STATION -
SEE LOW VOLTAGE SWITCHING STATION SCHEDULE

X

"X" DENOTES SPECIFIC UNIT

D DIMMING SYSTEM CONTROL STATION - SEE DIMMING SYSTEM SCHEDULE

T TIME CLOCK - SEE TIME CLOCK SCHEDULE

C CONTACTOR - SEE CONTACTOR SCHEDULE

P PHOTO-CELL

DL DAYLIGHT SENSOR

OS OCCUPANCY SENSOR - SEE OCCUPANCY SENSOR SCHEDULEX

"X" DENOTES SPECIFIC TYPE

S SWITCH STATION - SEE SWITCH STATION SCHEDULEX

"X" DENOTES SPECIFIC UNIT

LCP

1
LIGHTING CONTROL PANEL

DISCONNECT SWITCH

MOTOR STARTER - SEE EQUIPMENT SCHEDULE

T

1
TRANSFORMER

JUNCTION BOX

M METER SOCKET

1

A

PANELBOARD CABINET, SURFACE MOUNTED

INDICATES DESIGNATION

NUMBER OF CONDUCTORS IN A RACEWAY
#8G

INDICATES CONDUCTOR SIZE (WHEN SHOWN)
FOR PHASE AND NEUTRAL CONDUCTORS

INDICATES NUMBER OF PHASE CONDUCTORS

INDICATES NEUTRAL CONDUCTOR

INDICATES GREEN GROUND CONDUCTOR
(NUMBER INDICATES CONDUCTOR SIZE)

PUSH BUTTON SWITCH

SEE DETAIL SYMBOL

INDICATES DETAIL DESIGNATION

INDICATES SHEET NUMBER

KEYED NOTE SYMBOL

A BOUNDARY DRAWN AROUND A SYSTEMS SYMBOL INDICATES
THE ACTUAL SIZE OF THE DEVICE.  THE BOUNDARY WILL BE
SHOWN ONLY IF THE DEVICE IS LARGER THAN THE INDUSTRY
STANDARD.

FB
X

(FB)   FLOOR BOX
(PT)   POKE-THRU
(DA)   DUCT ACTIVATION
(TP)   TELEPOWER POLE

INDICATES TYPE (SEE SPECIFICATION)

INDICATES QUANTITY OF DEVICES ASSOCIATED WITH UNIT

ELECTRICAL CIRCUITING:

LIGHTING FIXTURES:

1a,X-3b X-3b,1a 1a,3b X-3*

INDICATES FIXTURE TYPE (TYPICAL)

.

SECOND DESIGNATOR (TYPICAL)

FIRST DESIGNATOR (TYPICAL)

SINGLE DESIGNATOR (TYPICAL)

1 FIRST DESIGNATOR INDICATES THE CIRCUIT AND CONTROL MEANS ASSOCIATED WITH THE
OUTBOARD LAMPS.

2 SECOND DESIGNATOR INDICATES THE CIRCUIT AND CONTROL MEANS ASSOCIATED WITH THE
INBOARD LAMPS.

3 SINGLE DESIGNATOR INDICATES THE CIRCUIT AND MEANS OF CONTROL FOR THE ENTIRE
FIXTURE.

LIGHTING CIRCUITING NOTES -

DESIGNATOR DESCRIPTION:
X-3b LOWER CASE LETTERS INDICATE SWITCH DESIGNATION CONTROLLING ASSOCIATED LAMP(S).

ABSENCE OF ANY LETTER INDICATES FIXTURE/LAMP(S) CONTROLLED VIA SWITCH(ES) IN THE
ASSOCIATED ROOM.  UPPERCASE "U" INDICATES ASSOCIATED LAMP(S) ARE UNSWITCHED.

INDICATES THE CIRCUIT NUMBER SERVING FIXTURE/LAMP(S).

INDICATES BRANCH PANELBOARD SERVING THE DEVICE.  SEE PLAN FOR AREAS SERVED BY
PANELBOARD(S).

ELECTRICAL DEVICES:

X-3

DESIGNATOR

XX
X-3

.

SPECIAL OUTLET
DESIGNATOR

DESIGNATOR DESCRIPTION:
X-3

INDICATES THE CIRCUIT NUMBER SERVING DEVICE.

INDICATES BRANCH PANELBOARD SERVING THE DEVICE.  SEE PLAN FOR
AREAS SERVED BY PANELBOARD(S).

GENERAL NOTES - NOTES THAT APPLY TO ALL DRAWINGS WITHIN THE DRAWING SET.
SHEET NOTES - NOTES THAT APPLY TO THE SHEET ON WHICH THEY APPEAR.
KEYED NOTES - NOTES THAT APPLY TO AN AREA, ITEM AND/OR DEVICE ON A FLOOR 

PLAN OR DETAIL.
DETAIL NOTES - NOTES THAT APPLY TO A SPECIFIC DETAIL.

NOTE DESCRIPTIONS -

THE LIGHTING DESIGN FOR THIS PROJECT SET IS IN
COMPLIANCE WITH COMM 63.051.  COMPLIANCE IS

DEMONSTRATED BY USING ASHRAE 90.1-2007

ABBREVIATIONS:
(ALL ABBREVIATIONS SHOWN MAY NOT APPEAR ON DRAWINGS)

ABV ABOVE
AFF ABOVE FINISHED FLOOR
AFG ABOVE FINAL GRADE
ALT ALTERNATE
ALT SW ALTERNATE SWITCH
ARCH ARCHITECT
BFC BELOW FINISHED CEILING
BFG BELOW FINISHED GRADE
BLDG BUILDING
BOL BUILT IN OVERLOAD
BPC BOLTED PRESSURE CONTACT SWITCH
BRKR BREAKER
CB CIRCUIT BREAKER
CKT CIRCUIT
CLG CEILING
CP CONTROL PANEL
CS COMBINATION STARTER
DE DUAL ELEMENT FUSES
DIR DIRECT
DISC DISCONNECT
DN DOWN
EC ELECTRICAL CONTRACTOR
ELEV ELEVATION
EMER EMERGENCY
EMT ELECTRIC METALLIC TUBING
EOL END OF LINE RESISTOR
EP EXPLOSION PROOF
ER EXISTING REMOVE FROM SERVICE
ERL EXISTING RELOCATED
ES EXPOSED STRUCTURE
ETR EXISTING TO REMAIN
EX EXISTING
EWC ELECTRIC WATER COOLER
F FLUSH
FBO FURNISHED BY OTHERS
FDR FEEDER
FIXT FIXTURE
FLUOR FLUORESCENT
FLR FLOOR
FS FLOW SWITCH
FVNR FULL VOLTAGE NON-REVERSING
GC GENERAL CONTRACTOR
GFI GROUND FAULT INTERRUPTED
GRC GALVANIZED RIGID CONDUIT
GRD GROUND
GRDG GROUNDING
GYP GYPSUM BOARD
HOA HAND-OFF-AUTO SWITCH
HVAC HEATING, VENTILATING, & AIR CONDITIONING
HW HEAVYWALL
IL INTERLOCK
IMC INTERMEDIATE METALLIC CONDUIT
JB JUNCTION BOX
kVA KILO VOLTAMPERE
LG LAY-IN GRID
LTG LIGHTING
LV LOW VOLTAGE
LVT LINE VOLTAGE THERMOSTAT
MAG MAGNETIC STARTER
MAN MANUAL STARTER
MC MECHANICAL CONTRACTOR
MCB MAIN CIRCUIT BREAKER
MCC MOTOR CONTROL CENTER
MDP MAIN DISTRIBUTION PANEL
MLO MAIN LUGS ONLY
MSB MAIN SWITCHBOARD
MTD MOUNTED
NIC NOT IN CONTRACT
NU NEAR UNIT
OU ON UNIT
P POLE
PB PUSH BUTTON
PEND PENDANT
PC PLUMBING CONTRACTOR
PE SW PNEUMATIC SWITCH
PLBG PLUMBING
PNL PANEL
PVC POLYVINYL CHLORIDE
R RELAY
RAI REMAIN AS IS
RE/CKT RECONNECT TO EXISTING CIRCUIT
RECEPT RECEPTACLE
RM ROOM
RVS REDUCED VOLTAGE STARTING
S SPLINE
SEL SW SELECTOR SWITCH
SP SW SPEED SWITCH
SURF SURFACE
SW SWITCH
TC TIME CLOCK
TCC TEMPERATURE CONTROL CONTRACTOR
TCP TEMPERATURE CONTROL PANEL
TYP TYPICAL
UG UNDERGROUND
UNIV UNIVERSAL
USS UNIT SUBSTATION
WP WEATHERPROOF
XFMR TRANSFORMER

X

X

MOTOR, SINGLE-PHASE

MOTOR, THREE-PHASE

A

B

C

A

B

D

E

E

S

LIGHT FIXTURE, RECESSED FLUORESCENT,
2'x4' LETTER INDICATES TYPE.

LIGHT FIXTURE, SURFACE MOUNTED FLUORESCENT,
2'x4' LETTER INDICATES TYPE.

LIGHT FIXTURE, RECESSED FLUORESCENT,
1'x4' LETTER INDICATES TYPE.

LIGHT FIXTURE, SURFACE MOUNTED FLUORESCENT,
1'x4' LETTER INDICATES TYPE.

LIGHT FIXTURE, RECESSED FLUORESCENT,
1'x8' LETTER INDICATES TYPE.

LIGHT FIXTURE, SURFACE MOUNTED FLUORESCENT,
1'x8' LETTER INDICATES TYPE.

LIGHT FIXTURE, RECESSED FLUORESCENT,
2'x2' LETTER INDICATES TYPE.

LIGHT FIXTURE, SURFACE MOUNTED FLUORESCENT,
2'x2' LETTER INDICATES TYPE.

LIGHT FIXTURE, FLUORESCENT EMERGENCY;
LETTER INDICATES TYPE.

LIGHT FIXTURE, STRIP/INDUSTRIAL FLUORESCENT; LETTER
INDICATES TYPE.

LIGHT FIXTURE, WALL MOUNTED

RECEPTACLE, DUPLEX
(IG) ISOLATED GROUND
(TD) TRIPLE DUPLEX
(TR) TAMPER RESISTANCE
(WP) WEATHERPROOF W/ GFI RECEPTACLE

RECEPTACLE, DUPLEX ON EMERGENCY POWER

RECEPTACLE, SINGLE

RECEPTACLE, QUADRAPLEX

RECEPTACLE, DUPLEX WITH GROUND FAULT CIRCUIT INTERRUPTER

RECEPTACLE, SINGLE WITH SWITCH
S

RECEPTACLE, DUPLEX WITH SWITCH
S

DUPLEX RECEPTACLE - MOUNTED 6" ABOVE COUNTER BACKSPLASH

DUPLEX RECEPTACLE - MOUNTED AT SPECIAL MOUNTING HEIGHT
INDICATED ON DRAWING OR AS INDICATED IN THE ASSOCIATED
ARCHITECTURAL ELEVATION.

46"

INDICATES MOUNTING HEIGHT WHEN SHOWN.

RECEPTACLE, SPECIAL PURPOSE OR EQUIPMENT CONNECTION -
SEE EQUIPMENT SCHEDULE

ELECTRIC SWITCH - SEE EQUIPMENT SCHEDULE

1

A
INDICATES DESIGNATION

PANELBOARD CABINET, FLUSH MOUNTED

LIGHT FIXTURE, UNDER CABINET MOUNTED FLUORESCENT,
SIZE DEPENDANT ON TYPE, LETTER INDICATES TYPE.

J

WALL SWITCHES, RECEPTACLES, OCCUPANCY SENSORS, WALL
DIMMERS,  POKE-THROUGH FITTINGS, ACCESS FLOOR BOXES,
PHOTOCELLS, AND TIME CLOCKS SHALL BE IDENTIFIED WITH PANEL
NAME AND CIRCUIT NUMBER (EX. PANEL ABC-3) ON DEVICE COVERPLATE.
ALL LABELS SHALL BE PERMANENT, AND MACHINE-GENERATED ADHESIVE
LABELS. NO HANDWRITTEN OR NON-PERMANENT LABELS ARE ALLOWED.

WIRING DEVICE IDENTIFICATION:

IN THE CASE OF CONFLICTS OR DISCREPANCIES
WITHIN OR AMONG THE CONTRACT DRAWINGS,

THE BETTER QUALITY, MORE STRINGENT
REQUIREMENTS OR GREATER QUANTITY OF WORK,
AS DETERMINED BY THE GOVERNMENT, SHALL BE

PROVIDED.

VARIABLE FREQUENCY DRIVE

LIGHT FIXTURE RECESSED MOUNTED
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BID SET

E000
R&DR&D

ELECTRICAL SYMBOLS &
ABBREVIATIONS

9-30-2015

214011.01BUILDING 43 RENOVATE FOR
SUBSTANCE ABUSE AND
PSYCHOLOGY

ELECTRICAL SHEET INDEX

No. TITLE
E000 ELECTRICAL SYMBOLS & ABBREVIATIONS

ED101 FIRST FLOOR PLAN - DEMOLITION

EL101 FIRST FLOOR PLAN - LIGHTING

EP100 LOWER LEVEL FLOOR PLAN - POWER

EP101 FIRST FLOOR PLAN - POWER

E500 ELECTRICAL DETAILS

E501 ELECTRICAL DETAILS

E600 ELECTRICAL SCHEDULES

E601 LIGHTING FIXTURE SCHEDULE

ET000 TECHNOLOGY SYMBOLS & ABBREVIATIONS

ET101 FIRST FLOOR PLAN - TECHNOLOGY

ET400 TELECOM ROOM PLAN VEW & WALLFIELD

ET401 SYSTEMS SECURITY

ET500 TECHNOLOGY DETAILS

ET501 TECHNOLOGY DETAILS

ET600 TECHNOLOGY SCHEDULES
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12345

A

7

1

1

1

1
4

ETR

ETR

ETR

3

ETR

3

ETR

3

2

DEMO ALL DEVICES
EE TO SURVEY

c

c

COPIER

EM

EM

DOOR
DOOR AUTO

DL

DL

VO

DC

ML

DC

ML

BAP
ERL

CCTV SECURITY
EQUIPMENT
ERL

ERLERLERLERLERL

ERL

WAP
ERL

WAP
ERL

WAP
ERL

WAP
ERL

ERL
MD

DOOR CONTACT
ALARM PANEL
AND ANNUCIATOR

ELEVATOR
EMERGENCY
INTERCOM

ANUN

GEN

ERL

BAP
ERL

ET400

3

ET401

3

PELCO OUTDOOR
POWER SUPPLIES
ERL

SECURITY MONITORS.
ERL:
- RECEPTION (AIPHONE)
- SECURITY CLOSET
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BID SET

ED101
R&DR&D

FIRST FLOOR PLAN - DEMOLITION

9-30-2015

214011.01BUILDING 43 RENOVATE FOR
SUBSTANCE ABUSE AND
PSYCHOLOGY

 3/16" = 1'-0"ED101

1 FIRST FLOOR PLAN - DEMOLITION

1.

2.

3.

4.

SHEET NOTES -

KEYED NOTES -

ALL ELECTRICAL EQUIPMENT SHOWN ON DEMOLITION PLAN IS
"EXISTING TO BE REMOVED" UNLESS NOTED OTHERWISE.

DASHED WALLS INDICATE EXISTING WALLS BEING REMOVED.
REFER TO ARCHITECTURAL DEMOLITION PLANS FOR THE
EXACT EXTENT OF GENERAL CONSTRUCTION DEMOLITION
REQUIRED.

REFER TO DEMOLITION DRAWINGS OF OTHER TRADES FOR
ADDITIONAL DEMOLITION BEING DONE.

"ETR" ON THIS SHEET REFERS TO THE STATUS OF BASIC
ELECTRICAL DEVICES. THERE MAY BE SOME WORK IN THESE
ROOMS INVOLVING BACKFEEDING EXISTING BRANCH
CIRCUITS OR OTHER MODIFICATIONS. SEE ALL DRAWING
PLANS FOR THE EXTENT OF WORK REQUIRED IN ALL AREAS.

1.

2.

3.

4.

ROOM LOCKED DURING SURVEY. DEVICES SHOWN ARE
APPROXIMATE AND BASED ON TYPICAL ADJACENT ROOMS.

REMOVE VOICE AND DATA STATION CABLING BACK TO THE
TERMINATION BLOCKS AND PATCH PANELS IN THE TR.  THE TR
AND THESE BLOCKS AND PANELS ARE SERVING OTHER AREAS
OF THE BUILDING THAT ARE OUTSIDE OF THE SCOPE OF THIS
PROJECT AND MUST REMAIN IN SERVICE THROUGHOUT THE
PROJECT.

AREA OUT OF GENERAL DEMOLITION, HOWEVER CIRCUITS MAY
PASS THROUGH THIS AREA TO ELECTRICAL, SYTEMS, OR
TELECOM ROOMS. MAINTAIN ALL EXISTING CIRCUITS DURING
CONSTRUCTION.

EXISTING STAIR, ALL DEVICES TO REMAIN. MAINTAIN ALL
CIRCUITS AND EMERGENCY CIRCUITS DURING
CONSTRUCTION.

NN

TRUE NORTH PROJECT NORTH



DIRTT Wall Coordination Schedule - Electrical
DIRTT Level 1 DIRTT Level 2 DIRTT Level 3 DIRTT Level 4 Keyed Note

Electrical Systems

installed by DIRTT

Box and Conduit

Rough in by DIRTT

Box, Conduit, Wire, Device with prewired

box to connect above ceiling by DIRTT

Box, Conduit, Wire, Device with

flexible modular wiring system by

DIRTT

Lighting Controls No Required No No 1

Normal Receptacle No Required No No 1

Critical Care Receptacle No Required No Code Violation 1, 2

Fire Alarm No Required No No 1

Telecommunications Voice/Data No Required No No 1

Security - Access Control No Required No No 1

Security - CCTV No Required No No 1

Security - Duress Alarms No Required No No 1

Hospital Comm - Nurse Call No Required No No 1

Hospital Comm - Paging/Volume Control No Required No No 1

AV Cables For monitors and or projectors No Required No No 3

Schedule Keyed Notes:

1.  VA specified electrical, communications, or life safety system shall be installed by electrical contractor in DIRTT box and conduit system.

2.  Flexible wiring systems is not allowed per NEC 517.

3.  AV Cables are provided with connectors on the cables.  Provide low voltage mounting plate and accessible pathway through DIRTT wall system for AV Cables.

Schedule General Notes:

1.  Base bid includes DIRTT wall installation.  Alternate bid removes DIRTT wall system and requires standard electrical installation by Electrical Contractor.

2.  VA specifications do not allow cabling systems or flexible conduits for branch circuits.

3.  See plans and specifications for additional electrical requirements.

4.  Coordinate all rough in requirements with wall system manufacturer.  Provide DIRTT wall manufacturer all device box and conduit rough in requirements based on each systems

approved shop

drawings.

OS

OS

OS OS OS OS OS OS OS OS

OS

OS

OS

OS

OS

OS

OS

OS OS OS OS

OS

OS

OS

OS

O
S

OS OS

OSOS

O
S

OS

OS

OS

OSOSOS

OS

OS OS

OS OS OS

OS

OS

O
S

OS

OSCP
1/A2-41

CP
1/A2-36

CP
1/E-28U

CP
1/A2-36

CP
1/A2-36

CP
1/E-28U

CP
1/A2-36

CP
1/A2-36

CP
1/E-28U

CP
1/A2-36

CP
1/A2-36

CP
1/E-28U

CP
1/A2-36

CP
1/E-28

CP
1/E-28U

CP
1/A2-36

CP
1/E-28

CP
1/E-28U

CP
1/A2-36

CP
1/A2-36

CP
1/E-28U

CP
1/A2-36

CP
1/A2-36

CP
1/E-28U

CP
1/A2-36

CP
1/E-28U

CR
1/A2-39

CR
1/A2-39

CR
1/A2-39

CR
1/A2-39

CR
1/A2-39

CR
1/A2-39

CR
1/A2-39

CR
1/A2-39

CR
1/A2-39

CR
1/A2-39

CR
1/A2-39

CR
1/A2-39

CR
1/A2-39

CR
1/A2-39

CR
1/A2-39

CR
1/A2-39

CR
1/A2-39

CR
1/A2-39

CR
1/A2-39

CR
1/A2-39

CR
1/A2-38

CR
1/A2-38

CR
1/A2-38

CR
1/A2-38

CR
1/A2-38

CR
1/A2-38

CR
1/A2-38

CR
1/A2-38

CR
1/A2-38

CR
1/A2-38

CR
1/A2-41

CR
1/A2-41

CR
1/A2-41

CR
1/A2-41

CR
1/A2-36a,b

CR
1/A2-36a,b

CP
1/A2-36

CR
1/A2-36d,e

CR
1/A2-36y,z

CR
1/A2-36y,z

CR
1/A2-36y,z

CR
1/A2-36y,z

DB
1/A2-36

DB
1/E-28U

DB
1/E-28U

DM
1/E-28b

CR
1/A2-40a,b

CR
1/A2-40a,b

CR
1/A2-38a,b

CR
1/A2-38a,b

CR
1/A2-38a,b

CR
1/A2-40

CR
1/A2-40

CR
1/A2-40

CR
1/A2-40

CR
1/A2-40

DB
1/E-28

CR
1/A2-40e,f

CR
1/A2-40e,f

CR
1/A2-40e,f

CR
1/A2-40e,f

CR
1/A2-40c,d

CR
1/A2-40c,d

CR
1/A2-40c,d

H H

H H H H H H H H

D

D D

B2

B2

B2

B2

H H H H

B2

D

H

H

H

B2 B2

BB

H

a
b

DLS

ETR

TA
1/A2-36

TA
1/A2-36

TA
1/A2-36

CR
1/A2-41

CR
1/A2-41

CA
1/A2-41

CA
1/A2-41

CA
1/A2-41

OE
1/E-28U

OE
1/E-28U

DB
1/E-28U

1

1

OF
1/E-28PC

OF
1/E-28PC

11

OG
1/E-28PC

OH
1/E-28PC

112 2

CR
1/E-28U

CR
1/A2-36y,z

CR
1/A2-36y,z

CR
1/A2-36y,z

CP
1/E-28U

CP
1/A2-36

CP
1/A2-36

CP
1/A2-36

3a

H

H

CR
1/A2-40

CR
1/A2-39

CR
1/A2-39

CR
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BID SET

EL101
R&DR&D

FIRST FLOOR PLAN - LIGHTING

9-30-2015

214011.01BUILDING 43 RENOVATE FOR
SUBSTANCE ABUSE AND
PSYCHOLOGY

KEYED NOTES -
1.

2.

3.

BREAK INTO EXISTING CONDUIT SYSTEM, UTILIZE EXISTING
JUNCTION - BOX IF MEETS CURRENT CODE, AND INSTALL NEW
EMERGENCY FIXTURE.

INSTALL NEW FLAG LIGHT FIXTURE CLOSE TO EMERGENCY
LIGHT OG TO MINIMIZE SURFACE CONDUIT NEEDED. PAINT
SURFACE CONDUIT DARK RED TO MATCH STONE ON WALL.
SEE DETAIL 7/E501.

PENDANT LOCATION SHOWN FOR REFERENCE ONLY.  REFER
TO ARCHITECTURAL DRAWINGS FOR EXACT PENDANT
LOCATIONS AND MOUNTING HEIGHTS.

 3/16" = 1'-0"EL101

1 FIRST FLOOR PLAN - LIGHTING

SHEET NOTES -
1.

2.

ALL EXIT SIGNS SHALL BE CIRCUITED TO 1/E-28U, UNLESS
OTHERWISE NOTED.

IN ALL SPACES WHERE SOUND PROOFING BATT INSULATION IS
INSTALLED, INSULATION SHALL NOT BE PLACED ON TOP OF
LIGHT FIXTURES.

NN

TRUE NORTH PROJECT NORTH
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BID SET

EP100
R&DR&D

LOWER LEVEL FLOOR PLAN - POWER

9-30-2015

214011.01BUILDING 43 RENOVATE FOR
SUBSTANCE ABUSE AND
PSYCHOLOGY

1.

SHEET NOTES -

KEYED NOTES -

*

1. *

 1/8" = 1'-0"EP100

1 LOWER LEVEL PLAN - POWER
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DIRTT Wall Coordination Schedule - Electrical
DIRTT Level 1 DIRTT Level 2 DIRTT Level 3 DIRTT Level 4 Keyed Note

Electrical Systems

installed by DIRTT

Box and Conduit

Rough in by DIRTT

Box, Conduit, Wire, Device with prewired

box to connect above ceiling by DIRTT

Box, Conduit, Wire, Device with

flexible modular wiring system by

DIRTT

Lighting Controls No Required No No 1

Normal Receptacle No Required No No 1

Critical Care Receptacle No Required No Code Violation 1, 2

Fire Alarm No Required No No 1

Telecommunications Voice/Data No Required No No 1

Security - Access Control No Required No No 1

Security - CCTV No Required No No 1

Security - Duress Alarms No Required No No 1

Hospital Comm - Nurse Call No Required No No 1

Hospital Comm - Paging/Volume Control No Required No No 1

AV Cables For monitors and or projectors No Required No No 3

Schedule Keyed Notes:

1.  VA specified electrical, communications, or life safety system shall be installed by electrical contractor in DIRTT box and conduit system.

2.  Flexible wiring systems is not allowed per NEC 517.

3.  AV Cables are provided with connectors on the cables.  Provide low voltage mounting plate and accessible pathway through DIRTT wall system for AV Cables.

Schedule General Notes:

1.  Base bid includes DIRTT wall installation.  Alternate bid removes DIRTT wall system and requires standard electrical installation by Electrical Contractor.

2.  VA specifications do not allow cabling systems or flexible conduits for branch circuits.

3.  See plans and specifications for additional electrical requirements.

4.  Coordinate all rough in requirements with wall system manufacturer.  Provide DIRTT wall manufacturer all device box and conduit rough in requirements based on each systems

approved shop

drawings.
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BID SET

EP101
R&DR&D

FIRST FLOOR PLAN - POWER

9-30-2015

214011.01BUILDING 43 RENOVATE FOR
SUBSTANCE ABUSE AND
PSYCHOLOGY

 3/16" = 1'-0"EP101

1 FIRST FLOOR PLAN - POWER

KEYED NOTES -
1.

2.

3.

4.

5.

6.

RELOCATE EXISTING GENERATOR ANNUNCIATOR AND BACK
BOX TO NEW LOCATION. PROVIDE ___ #14 IN 3/4"C BETWEEN
NEW LOCATION AND NEW SPLICE POINT IN CRAWL SPACE.

PROVIDE RACK MOUNTED UPS A. PROVIDE ONE ON THE FIRST
FLOOR AND ONE ON THE SECOND FLOOR.

EXISTING RECEPTACLES IN ROOM ARE TO REMAIN, UNLESS
NOTED OTHERWISE.

FINISHED SURFACE RACEWAY SHALL BE ALLOWED FOR THIS
OUTLET.

WIRE SWITCH TO MAKE FLUSH VALUE OF SINK AND TOILET
INOPERABLE. WIRE SWITCH ON LOAD SIDE OF CONTROL
TRANSFORMER. PROVIDE ENGRAVED SIGN LABELING "FLUSH
VALVE" AND IDENTIFYING ON&OFF POSITIONS.

NO TOUCH PUSH PLATE. FURNISHED BY GC. INSTALLED AND
WIRED BY EC.

KEYED NOTES -
1.

2.

3.

EXISTING TIME CLOCK - NIGHT LIGHTS 1/E

EXISTING TIME CLOCK - CORRIDOR 1/PA

EXISTING TIME CLOCK - STAIRWELL 1/PA

 1/4" = 1'-0"EP101

2 ENLARGED PLAN - FIRST FLOOR ELECTRICAL ROOM
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KEYED NOTES -
1.

2.

3.

4.

5.

6.

7.

8.

9.

1

2 3

4

5

6

7

8

7

6

9

3

.

. .

.

.

.

.

.

LUMINAIRE MANUFACTURER'S EARTHQUAKE CLIP, (4) PER
FIXTURE AT CORNERS. ATTACH WITH SHEET METAL
SCREW

FIXTURE WHIP FROM JUNCTION BOX (6FT. LONG MAX.)

LUMINAIRE. REFER TO SCHEDULE

LUMINAIRE SUSPENSION WIRES (#10 MIN) ATTACHED TO
STRUCTURE (TYP EA. CORNER)

3 TWIST MINIMUM (TYP)

GYPSUM BOARD (TYP)

CEILING CROSS BEAM

CEILING MAIN BEAM

DRYWALL BORDER

KEYED NOTES -
1.

2.

3.

4.

5.

6.

7.

8.

9.

3

42

1

5

4

4

6

4

9

8

7

.

.

..

.

.

.

..

.

..

#12 GA. HANGER WIRE THROUGH INTEGRAL GALVANIZED
LIPPED STEEL MOUNTING CHANNEL AND ATTACHED TO
STRUCTURE

INTEGRAL GALVANIZED LIPPED STEEL MOUNTING HANNEL

CEILING HANGER WIRE

ARCHITECTURAL CEILING GRID

WIRE TIE THROUGH MOUNTING CHANNEL  & CROSS BEAM,
TYP.

ACOUSTICAL CEILING TILE (TYP)

LOCKING SQUARE WASHER & NUT

JUNCTION BOX

1/4" SCREW

KEYED NOTES -
1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

1

2 4

3

5

6

6

7

4

10

9

8

.

.

.

.

.

..

..

.

..

#12 GA. HANGER WIRE THROUGH INTEGRAL GALVANIZED
LIPPED STEEL MOUNTING CHANNEL AND ATTACHED TO
STRUCTURE

INTEGRAL GALVANIZED LIPPED STEEL MOUNTING CHANNEL

CEILING HANGER WIRE

DRYWALL CEILING CROSS TEE, TYP.

WIRE TIE THROUGH MOUNTING CHANNEL  & CROSS BEAM,
TYP.

CEILING MAIN BEAM.

GYPSUM BOARD

LOCKING SQUARE WASHER & NUT

JUNCTION BOX

1/4" SCREW

KEYED NOTES -
1.

2.

3.

4.

5.

6.

7.

1
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5

6

7

3

..

..

.

. .

.

LUMINAIRE MANUFACTURER'S EARTHQUAKE CLIP, (4) PER
FIXTURE AT CORNERS. ATTACH WITH SHEET METAL
SCREW

FIXTURE WHIP FROM JUNCTION BOX (6FT. LONG MAX.)

LUMINAIRE. REFER TO SCHEDULE

LUMINAIRE SUSPENSION WIRES (#10 MIN) ATTACHED TO
STRUCTURE (TYP EA. CORNER)

3 TWIST MINIMUM (TYP)

ACOUSTICAL CEILING TILE (TYP)

ARCHITECTURAL CEILING GRID

3

2

1 5

4

5

6

7

4

3

7

KEYED NOTES -

..

..

.

.

.

1.

2.

3.

4.

5.

6.

7.

CEILING HANGER WIRE, TYP.

WIRE TIE OR SCREW BAR HANGER TO ARCHITECTURAL
CEILING GRID TYP.

ARCHITECTURAL CEILING GRID

RECESSED CAN LUMINAIRE

12GA. HANGER WIRE AT DIAGONAL CORNER ATTACHED TO
STRUCTURE

LUMINAIRE BAR HANGERS

ACOUSTICAL CEILING TILE (TYP)

KEYED NOTES -
1.

2.

3.

4.

5.

6.

7.

8.

9.

9

1

2

3 4

5

4

6

7
7

8

5.

.

.

.

.

..

..

CEILING CROSS BEAM

WIRE TIE OR SCREW BAR HANGER TO CROSS BEAM,
TYPICAL

CEILING HANGER WIRE, TYPICAL

12GA. HANGER WIRE AT DIAGONAL CORNER ATTACHED TO
STRUCTURE

RECESSED DOWNLIGHT LUMINAIRE

LUMINAIRE BAR HANGERS

GYPSUM BOARD, TYPICAL

CEILING BEAM

CEILING MAIN BEAM

LENGTH AS REQUIRED

DETAIL NOTES -

KEYED NOTES -

1.

2.

3.

.

.

.

.

.

.

.

.

.

.

1

2

3

4

1

2

5
6

3

3

1.

2.

3.

4.

5.

6.

METAL CHANNEL STRUT SUPPORT LONGER THAN THAN
36" SHALL BE INSTALLED WITH A CENTER SUPPORT ROD.

FASTEN THREADED ROD TO STRUCTURE BY APPROVED
METHOD PER SPECIFICATION 26 0533, RACEWAYS AND
BOXES FOR ELECTRICAL SYSTEMS.  FIELD VERIFY EXACT
CONDITIONS.

FOR TRAPEZE INSTALLATIONS IN SEISMIC AREAS REFER
TO SPECIFICATION SECTION 10 05 41, SEISMIC RESTRAINT
REQUIREMENTS FOR NON-STRUCTURAL COMPONENTS.

3/8" MIN GALVANIZED THREADED ROD, TYP.

LOCKING SQUARE WASHER & LOCKNUT

INTEGRAL GALVANIZED LIPPED STEEL MOUNTING
CHANNEL

WASHER AND LOCKNUT

REFER TO PLANS FOR QUANTITY & SIZE OF CONDUITS

CONDUIT CLAMP.  SIZE AS REQUIRED

KEYED NOTES -
1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

12.

13.

3'-0" MAX

[914mm]

5

4

31

6

7

2

9

8

10

11

12

13.

.

..

.

..

.

..

FLOOR OR ROOF STRUCTURE. FIELD VERIFY ACTUAL
CONDITIONS, TYP.

15" FLEXIBLE GALVANIZED STEEL CONDUIT WITH
CONDUCTORS & GREEN INSULATED EQUIPMENT
GROUNDING CONDUCTOR.

SEISMIC OR EXPANSION JOINT. FIELD VERIFY ACTUAL
CONDITIONS & LOCATIONS.

STRUCTURAL MEMBER (BEAM, JOIST, ETC.), TYP.

STEEL EXPANSION ANCHOR

CONDUIT TRAPEZE PER SD260533-02, TYP.

CONDUIT, TYP.

SPRING NUT

BEAM CLAMP, TYP.

JUNCTION BOX, TYP (SIZE AS REQUIRED)

INTEGRAL GALVANIZED LIPPED STEEL MOUNTING
CHANNEL

JUNCTION BOX (SIZE AS REQUIRED)

CONDUIT COMPRESSION FITTING
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E500
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ELECTRICAL DETAILS

9-30-2015

214011.01BUILDING 43 RENOVATE FOR
SUBSTANCE ABUSE AND
PSYCHOLOGY

NOT TO SCALEE500

1 LUMINAIRE MOUNTING - GYPBOARD CEILING
NOT TO SCALEE500

2 EXIT SIGN MOUNTING - LAY-IN CEILING
NOT TO SCALEE500

3 EXIT SIGN MOUNTING - GYPBOARD CEILING
NOT TO SCALEE500

4 LUMINAIRE MOUNTING - LAY-IN CEILING

NOT TO SCALEE500

5 DOWNLIGHT MOUNTING - LAY-IN CEILING
NOT TO SCALEE500

6 DOWNLIGHT MOUNTING - GYPBOARD CEILING
NOT TO SCALEE500

7 CONDUIT TRAPEZE MOUNTING DETAIL
NOT TO SCALEE500

8 CONDUIT JOINT CROSSING DETAIL



CONTROLLED
VIA

SEPARATE
SWITCHES

CONTROLLED
VIA

SEPARATE
SWITCHES

CONTROLLED
VIA

SEPARATE
SWITCHES

DETAIL NOTES -
1.

2.

3.

LAMP
TYPICAL OF 6

LAMP
TYPICAL OF 4

LAMP
TYPICAL OF 3

WHERE THREE-WAY SWITCHING IS INDICATED ON THE
DRAWING, THE INBOARD LAMPS WILL BE THREE-WAY
SWITCHED.

THE SWITCH CLOSER TO THE DOOR SHALL CONTROL THE
OUTBOARD LAMPS.

DUAL-LEVEL SWITCHING MAY SERVE FIXTURES WHICH
HAVE BALLASTS SERVED FROM BOTH NORMAL AND
EMERGENCY SOURCES.  ALL SWITCHES CONTROLLING
LIGHTING SERVED FROM EMERGENCY SHALL BE "RED".
NORMAL AND EMERGENCY WIRING SHALL BE SEPARATED.

KEYED NOTES -

3/8" MAX

[10mm]

1.

2.

3.

4.

5.

6.

7.

8.

9.

79

8

1

2
3

4

5

6

..

.

.

.

.

.

FLOOR SLAB, TYPICAL

FIRESTOP SEALANT PER SECTION 07 84 00, FIRESTOPPING

CONDUIT, TYPICAL

MINERAL WOOL (FIRMLY PACKED)

INTEGRAL GALVANIZED LIPPED STEAL MOUNTING
CHANNEL, TYPICAL

STEEL EXPANSION ANCHOR, TYPICAL

CONDUIT COMPRESSION FITTING, TYPICAL

SPRING NUT, TYPICAL

JUNCTION BOX (SIZE AS REQUIRED)

DETAIL NOTES -

KEYED NOTES -

43

2

1

2

4

. .1

MECHANICALLY SUPPORT BOTH SIDES.

FIRE CALK BOTH SIDES OUTSIDE DIAMETER OF CONDUIT.

FIRE PUTTY OR PILLOWS INSIDE DIAMETER OF CONDUIT.

FIRE PIPE PLUGS REQUIRED.

COORDINATE FIRE MATERIALS WITH CONSTRUCTION
MANAGER.

1.

2.

3.

4.

5.

FIRE CAULK

CLAMPS

EMT CONDUIT

INSOLATED PUSH-ON BUSHING.

1.

2.

3.

4.

KEYED NOTES -

6

3

45

1

6

2

LOW VOLTAGE AND SIGNAL CABLES

EZ PATH WALL FLANGE

EZ PATH

1 HOUR RATED WALL

GYPSUM WALL CAVITY

FIRE LABEL

1.

2.

3.

4.

5.

6.

OUTLET VOICE/DATA

3/4" CONDUIT

3/4" CONDUIT

V V

DD

RECEPTACLE
INFO

CIRCUIT
INFO

CIRCUIT
INFO

REQUIRED LABELS FOR ALL RECEPTACLES:

FIRST PART OF LABEL INDICATES RECEPTACLE
INFORMATION SUCH AS RECEPTACLE ID NO, TYPE,
VOLTS, AMPS, PHASE, PANEL BOARD, CIRCUIT NO,
PANEL BOARD ROOM NO.

SECOND PART OF CIRCUIT INDICATES CIRCUIT
INFORMATION SUCH AS IDENTITIY OF RECEPTACLES
ON THE SAME CIRCUIT, PANEL BOARD, AND CIRCUIT
 I.D. PROVIDE SECOND LABEL AS REQUIRED.

ALL LABELS TO BE 1/16" PHENOLIC PLASTIC,
RECEPTACLES ON EMERGENCY POWER TO USE RED
PLASTIC WITH WHITE LETTERING.  RECEPTACLES ON
NORMAL POWER TO USE BLACK PLASTIC WITH WHITE
LETTERING TO BE 3/16" HIGH.  LOCATION OF LABELS
AS SHOWN OR AS DIRECTED BY COR.  SCREW LABELS
TO WALL WITH #6 X3/4" LENGTH SCREW, SET IN PLASTIC
DRYWALL TYPE
ANCHORS.

TYPICAL
RECEPTACLE

2"
1/4"

4
-1

/2
"

1

KEYED NOTES -
DEMO EXISTING FIXTURE AND REPLACE WITH NEW AS
SHOWN ON EL201. UTILIZE EXISTING RACEWAY AND
CONVERT TO EMERGENCY CIRCUIT.

APPROXIMATE LOCATION OF NEW FLAG LIGHTS.

DEMO EXISTING FLAG LIGHT.

APPROXIMATE LOCATION OF FIXTURES ON EXTERIOR
WALL.

1.

2.

3.

4.

23
4
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NOT TO SCALEE501

1 DUAL LEVEL SWITCHING DETAIL
NOT TO SCALEE501

2 FLOOR SLAB PENETRATION DETAIL

NOT TO SCALEE501

5 TYPICAL NON-RATED WALL SLEEVE PENETRATION DETAIL
NOT TO SCALEE501

6

TYPICAL EZ PATH OR EQUAL RATED WALL SLEEVE
PENETRATION DETAIL

NOT TO SCALEE501

4 OUTLET DETAIL
NOT TO SCALEE501

3 RECEPTACLE LABEL DETAIL

NOT TO SCALEE501

7 FRONT ENTRANCE DETAIL



GENERAL EQUIPMENT SCHEDULE
FEED FROM OCPD BRANCH WIRING MOTOR CONTROLLER DISCONNECT SWITCH CONNECTION REQUIREMENTS SEE

NO. SERVING LOC. VOLT/ HP FLA KW PANEL CKT BRNH TYPE SIZE POLE NO. SIZE GRD COND GRD FURN INST WIRE LOC. TYPE OPTIONS FURN INST WIRE LOC. OPTIONS NEMA TYPE OPTIONS MTG HEIGHT NOTE
PHASE (Y/N) SIZE BY BY BY BY BY BY

SV SOLENOID VALVE SFP 120/1 - - - 1/A2 42 N CB 20 1 2 #12 Y   3/4 #12 - - - - - - - - - - - - 10 -

AC ACCESS CONTROL (6 CONTROLS) SFP 120/1 - 5 - 1/E 34 EQ CB 20 1 2 #12 Y 3/4 #12 - - - - - - - - - - - - - -

CD CLOTHES DRYER A177A 208/1 - 24 - 1/A2 31,35 N CB 30 2 3 #10 Y 3/4 #10 - - - - - - - - - - - - - - 1

DO DOOR OPENER SFP 120/1 - 12 - SFP SFP N CB 20 1 2 #12 Y 3/4 #12 - - - - - - - - - - - - - -

FNP FIRE ALARM NAC PANEL SFP 120/1 - 4 - 1/E 32 EQ CB 20 1 2 #12 Y 3/4 #12 - - - - - - - - - - - - - -

FS FAUCET SENSOR SFP 120/1 - - 0.05 1/A2 42 N CB 20 1 2 #12 Y   3/4 #12 - - - - - - - - - - - - 10 -

RF REFRIGERATOR A177 120/1 - 10 - 1/A2 35 N CB 20 1 2 #12 Y 3/4 #12 - - - - - - - - - - - - - -

WM WASHING MACHINE A177A 120/1 - 12 - 1/A2 37 N CB 20 1 2 #12 Y 3/4 #12 - - - - - - - - - - - - - -

ABBREVIATIONS:
N = NORMAL BRANCH CB  = AMPERE RATED CIRCUIT BREAKER MFR = MANUFACTURER 2SP = 2 SPEED MAGNETIC CONTROLLER SFS = SEE FOOD SERVICE PLANS SA = SEE ARCHITECTURAL DETAILS

LS = LIFE SAFETY BRANCH F  = AMPERE RATED FUSES PC = PLUMBING CONTRACTOR VFD = VARIABLE FREQUENCY DRIVE SD = SEE ONELINE DIAGRAM
CR = CRITICAL CARE BRANCH OCPD  = OVERCURRENT PROTECTIVE DEVICE MAN = MANUAL CONTROLLER IU = IN UNIT BOL = BUILT-IN OVERLOAD
EQ = EQUIPMENT SYSTEM EC  = ELECTRICAL CONTRACTOR MAG = MAGNETIC CONTROLLER NU = NEAR UNIT WP = WEATHER PROOF
EM = EMERGENCY SYSTEM FSEC  = FOOD SERVICE EQUIP. CONTRACTOR CS = COMBINATION CONTROLLER OU = ON UNIT FD = FUSIBLE DISCONNECT

ES = ESSENTIAL SYSTEM MC  = MECHANICAL CONTRACTOR RVS = REDUCE VOLTAGE CONTROLLER SFP = SEE FLOOR PLANS LMRS = LOCKABLE MOTOR RATED SWITCH

OPTIONS:
1  = SINGLE RECEPTACLE 4  = NON FUSIBLE DISCONNECT 7  = LOCKABLE 10  = VERIFY WITH MANUFACTURER PRIOR TO INSTALLATION 13  = GFI RECEPTACLE

2  = DUPLEX RECEPTACLE 5  = FUSIBLE DISCONNECT 8  = CONCEALED 11  = SURFACE MOUNTED 14  = FED FROM UPSTREAM GFI BREAKER

3  = DIRECT  CONNECTION 6  = WEATHERPROOF 9  = TOGGLE SWITCH 12  = FLUSH MOUNTED

GENERAL EQUIPMENT SCHEDULE NOTES:

1.  PROVIDE 30 AMP 250VOLT 1 PHASE 3 WIRE PLUS GROUND DRYER RECEPTACLE.

MECHANICAL EQUIPMENT SCHEDULE
FEED FROM OCPD BRANCH WIRING MOTOR CONTROLLER DISCONNECT SWITCH CONNECTION REQUIREMENTS SEE

NO. SERVING LOC. VOLT/ HP FLA KW PANEL CKT BRNH TYPE SIZE POLE NO. SIZE GRD COND GRD FURN INST WIRE LOC. TYPE OPTIONS FURN INST WIRE LOC. OPTIONS NEMA TYPE OPTIONS MTG HEIGHT NOTE
PHASE (Y/N) SIZE BY BY BY BY BY BY

ACCU-1 CONDENSING UNIT SFP 480/3 6X1.5 21.6 - MCC N CB 30 3 3 #10 Y   3/4 #12

ACCU-2 CONDENSING UNIT SFP 480/3 6X1.5 21.6 - MCC N CB 30 3 3 #10 Y   3/4 #12

EF-1 EXHAUST FAN SFP 120/1 - 1 0.1 1/E 36 EQ CB 20 1 2 #12 Y   3/4 #12

EF-2 EXHAUST FAN A177A 120/1 - 1 0.1 1/A2 17 N CB 20 1 2 #12 Y   3/4 #12

EF-3 EXHAUST FAN SFP 120/1  1/4 5.8 - 1/E 36 EQ CB 20 1 2 #12 Y   3/4 #12

CUH-1 CABINET UNIT HEATER SFP 120/1   1/16 1.3 0.1 1/A2 25 N CB 15 1 2 #12 Y   3/4 #12

CUH-2 CABINET UNIT HEATER SFP 120/1  1/4 5.8 0.1 1/A2 17 N CB 15 1 2 #12 Y   3/4 #12

CUH-3 CABINET UNIT HEATER SFP 120/1  1/4 5.8 0.1 1/A2 17 N CB 15 1 2 #12 Y   3/4 #12

AC-1A AC UNIT-OUTDOOR SFP 208/1 - 6 - B/ME 13,15 EQ CB 15 2 2 #12 Y   3/4 #12 1

AC-1 B AC UNIT-INDOOR SFP 208/1 - 1 - 2 #12 Y   3/4 #12 1

AC-2A AC UNIT-OUTDOOR SFP 208/1 - 6 - B/ME 13,15 EQ CB 15 2 2 #12 Y   3/4 #12 1

AC-2B AC UNIT-INDOOR SFP 208/1 - 1 - 2 #12 Y   3/4 #12 1

TCP-1 TEMPERATURE CONTROL PANEL SFP 120/1 - 4 1 1/A2 27 N CB 20 1 2 #12 Y   3/4 #12

VXP-1 TRANSFORMER PANEL FOR VAV BOX CONTROLS SFP 120/1 - 4 1 1/A2 29 N CB 20 1 2 #12 Y   3/4 #12

ABBREVIATIONS:

N = NORMAL BRANCH CB  = AMPERE RATED CIRCUIT BREAKER MFR = MANUFACTURER 2SP = 2 SPEED MAGNETIC CONTROLLER SFS = SEE FOOD SERVICE PLANS SA = SEE ARCHITECTURAL DETAILS
LS = LIFE SAFETY BRANCH F  = AMPERE RATED FUSES PC = PLUMBING CONTRACTOR VFD = VARIABLE FREQUENCY DRIVE SD = SEE ONELINE DIAGRAM
CR = CRITICAL CARE BRANCH OCPD  = OVERCURRENT PROTECTIVE DEVICE MAN = MANUAL CONTROLLER IU = IN UNIT BOL = BUILT-IN OVERLOAD
EQ = EQUIPMENT SYSTEM EC  = ELECTRICAL CONTRACTOR MAG = MAGNETIC CONTROLLER NU = NEAR UNIT WP = WEATHER PROOF
EM = EMERGENCY SYSTEM FSEC  = FOOD SERVICE EQUIP. CONTRACTOR CS = COMBINATION CONTROLLER OU = ON UNIT FD = FUSIBLE DISCONNECT
ES = ESSENTIAL SYSTEM MC  = MECHANICAL CONTRACTOR RVS = REDUCE VOLTAGE CONTROLLER SFP = SEE FLOOR PLANS LMRS = LOCKABLE MOTOR RATED SWITCH

OPTIONS:
1  = SINGLE RECEPTACLE 4  = NON FUSIBLE DISCONNECT 7  = LOCKABLE 10  = VERIFY WITH MANUFACTURER PRIOR TO INSTALLATION 13  = GFI RECEPTACLE

2  = DUPLEX RECEPTACLE 5  = FUSIBLE DISCONNECT 8  = CONCEALED 11  = SURFACE MOUNTED 14  = FED FROM UPSTREAM GFI BREAKER

3  = DIRECT  CONNECTION 6  = WEATHERPROOF 9  = TOGGLE SWITCH 12  = FLUSH MOUNTED

MECHANICAL EQUIPMENT SCHEDULE NOTES:

1.  INDOOR UNIT IS FED FROM THE OUTDOOR UNIT.  CONFIRM CONFIGURATION WITH APPROVED SHOP DRAWINGS PRIOR TO INSTALLATION. WIRE PER MANUFACTURER'S INSTALLATION MANUAL.

EXISTING PANEL SCHEDULE

PANEL DESIGNATION
CIRCUIT BREAKERS CKTS/

TUB
# OF
TUBS

PANEL LOCATION
PANEL
TYPE

PANEL
BUSSING
(AMPS)

MAIN
PANEL

OPTIONS
Manufacturer

Model #
PANEL
NOTES

MOUNT BRANCH
TYPE

CB CB OPTIONS VOLTAGE AIC*

QTY AMP P TYPE OPTIONS & ACC SIZE TYPE & ACC

1-E 5 20 1 MC 42 1 SM EM B 125 MCB 100AF MC 208/120 14kA GE

100AT 3Ø, 4W A SERIES

37 SPC 1 --- -------

1-A 1 100 3 MC 42 2 SM N B 225 MCB 200AF MC 208/120 10kA GE

200AT 3Ø, 4W A SERIES

81 SPC 1 --- -------

ABBREVIATIONS: CIRCUIT BREAKER ACCESSORIES: PANEL OPTIONS:
ACC = CIRCUIT BREAKER ACCESSORIES AF = ARC FAULT CIRCUIT INTERRUPTER (RESIDENTIAL ONLY) 1 = 200% NEUTRAL

FM = FLUSH MOUNTED AR = ARC FLASH REDUCTION 2 = ISOLATED GROUND BUS

SM = SURFACE MOUNTED CL = CURRENT LIMITING 3 = DUAL MAIN LUGS

MLO = MAIN LUGS ONLY FR = FULLY RATED (100%) 4 = THROUGH FEED LUGS

MCB = MAIN CIRCUIT BREAKER GE = GROUND FAULT PROTECTION (EQUIPMENT)
OPT = CIRCUIT BREAKER OPTIONS GP = GROUND FAULT PROTECTION (PERSONNEL) PANEL TYPES:
SFP = SEE FLOOR PLAN GS = GROUND FAULT SENSING/ALARM P = POWER PANEL CONSTRUCTION

SD = SEE ONELINE DIAGRAM HC = HEATING, COOLING, AC, REFRIGERATION(HCAR) B = BRANCH PANEL CONSTRUCTION

SPC = PREPARED SPACE HM = HIGH MAGNETIC (HID, MOTORS) L = LOAD CENTER CONSTRUCTION

MS = MOLDED CASE SWITCH

CIRCUIT BREAKER OPTIONS: MP = MOTOR CIRCUIT PROTECTOR

ALS = ALARM SWITCH L1 = LONG TIME/INSTANTANEOUS(LI) * REFER TO ONE-LINE DIAGRAM GENERAL
NOTES FOR ADDITIONAL INFORMATION ON
AIC RATING.

AXS = AUXILIARY SWITCH L2 = LONG TIME/SHORT TIME/INST.(LSI)
EOP = ELECTRICAL OPERATOR L3 = LONG TIME/SHORT TIME/INST./GROUND FAULT SENSING(LSIA)

ST = SHUNT TRIP L4 = LONG TIME/SHORT TIME/INST./GROUND FAULT TRIP(LSIG)
UVT = UNDER VOLTAGE TRIP SC = SYSTEM COMMUNICATION

ECB = EXISTING CIRCUIT BREAKER SD = SYSTEM DIAGNOSTICS

NCB = NEW CIRCUIT BREAKER SM = SYSTEM MONITORING

ZS = ZONE SELECTIVE INTERLOCKING

CIRCUIT BREAKER TYPES:
MC = MOLDED CASE

SS = SOLID STATE

PANEL SCHEDULE NOTES:

1.

UNINTERRUPTABLE POWER SUPPLY - RACK MOUNTED SCHEDULE

DES

INPUT OUTPUT RATING OUTPUT VOLTAGE

BYPASS
BATTERY RUN TIME

(MINUTES @ % LOAD)
COMM
TYPE

SEE NOTE
VOLTAGE PHASE

CONNECTION
TYPE

WATTS VA
POWER
FACTOR

VOLTAGE PHASE
CONNECTION TYPE

QTY TYPE 50% 100%

A 120 1 L5-20P 1800 2000 80% 120 1 1 5-20R INTERNAL 40 20 C6 1, 2

ABBREVIATIONS:

C1 SNMP WEB MANAGEMENT

C2 RELAY INTERFACE CARD

C3 USB ADAPTER CARD

C4 REMOTE EMERGENCY POWER OFF

C5 SERIAL COMMUNICATION

C6 SUMMARY ALARM CONTACT TO OUTPUT TO BMS

UN-INTERRUPTABLE POWER SUPPLY - RACK MOUNTED SCHEDULE NOTES:
1.  PROVIDE MANUFACTURER RECOMMENDED STURDY SHELF TO SUPPORT UPS ON A CENTER POST RACK.

2.  CONFIRM RECEPTACLE AND PLUG CONFIGURATION PRIOR TO PLACING ORDER.

NEW PANEL SCHEDULE

PANEL DESIGNATION
CIRCUIT BREAKERS CKTS/

TUB
# OF
TUBS

PANEL LOCATION
PANEL
TYPE

PANEL
BUSSING
(AMPS)

MAIN
PANEL

OPTIONS
PANEL
NOTES

MOUNT BRANCH
TYPE

CB CB OPTIONS VOLTAGE AIC*

QTY AMP P TYPE OPTIONS & ACC SIZE TYPE & ACC

1-A2 40 20 1 MC 42 1 FM A156 N B 100 100AF MC 208/120 10kA

1 30 2 MC 100AT 3Ø, 4W

0 SPC 1 --- -------

ABBREVIATIONS: CIRCUIT BREAKER ACCESSORIES: PANEL OPTIONS:
ACC = CIRCUIT BREAKER ACCESSORIES AF = ARC FAULT CIRCUIT INTERRUPTER (RESIDENTIAL ONLY) 1 = 200% NEUTRAL

FM = FLUSH MOUNTED AR = ARC FLASH REDUCTION 2 = ISOLATED GROUND BUS

SM = SURFACE MOUNTED CL = CURRENT LIMITING 3 = DUAL MAIN LUGS

MLO = MAIN LUGS ONLY FR = FULLY RATED (100%) 4 = THROUGH FEED LUGS

MCB = MAIN CIRCUIT BREAKER GE = GROUND FAULT PROTECTION (EQUIPMENT)
OPT = CIRCUIT BREAKER OPTIONS GP = GROUND FAULT PROTECTION (PERSONNEL) PANEL TYPES:
SFP = SEE FLOOR PLAN GS = GROUND FAULT SENSING/ALARM P = POWER PANEL CONSTRUCTION

SD = SEE ONELINE DIAGRAM HC = HEATING, COOLING, AC, REFRIGERATION(HCAR) B = BRANCH PANEL CONSTRUCTION

SPC = PREPARED SPACE HM = HIGH MAGNETIC (HID, MOTORS) L = LOAD CENTER CONSTRUCTION

MS = MOLDED CASE SWITCH CB = CONTROLLABLE BRANCH PANEL

CIRCUIT BREAKER OPTIONS: MP = MOTOR CIRCUIT PROTECTOR

ALS = ALARM SWITCH L1 = LONG TIME/INSTANTANEOUS(LI) * REFER TO ONE-LINE DIAGRAM GENERAL
NOTES FOR ADDITIONAL INFORMATION ON
AIC RATING.

AXS = AUXILIARY SWITCH L2 = LONG TIME/SHORT TIME/INST.(LSI)
EOP = ELECTRICAL OPERATOR L3 = LONG TIME/SHORT TIME/INST./GROUND FAULT TRIP(LSIG)

ST = SHUNT TRIP L4 = LONG TIME/SHORT TIME/INST./GROUND FAULT SENSING(LSIA)
UVT = UNDER VOLTAGE TRIP SC = SYSTEM COMMUNICATION

CCB = CONTROLLABLE CIRCUIT BREAKER SD = SYSTEM DIAGNOSTICS

SM = SYSTEM MONITORING

CIRCUIT BREAKER TYPES: ZS = ZONE SELECTIVE INTERLOCKING

MC = MOLDED CASE

SS = SOLID STATE

PANEL SCHEDULE NOTES:

1.

*

1-1/2"C.

#3 &4

#8 GRD1

COPPER

XX

XX

PANELBOARD

ENCLOSURE

EQUIPMENT CONNECTION -

TRANSFORMER

XX

FEEDER CONTINUATION CONNECTION #

FEEDER CONTINUED ON SHEET INDICATED

DEVICE UPSTREAM OR DOWNSTREAM

(CAP)

(ATS)

CAPACITOR

AUTOMATIC TRANSFER SWITCH
KEY INTERLOCKING - KEY #
KEY NORMALLY REMOVED

SEE EQUIPMENT SCHEDULE

(XX) DEVICE DESIGNNATION

DENOTES THE FOLLOWING:

DENOTES THE FOLLOWING:

(CB) CIRCUIT BREAKER

(CON) CONTACTOR

(DS) DISCONNECT SWITCH

(VM)

(AM)

VOLTMETER

AMMETER

DENOTES THE FOLLOWING:

(VS) VOLTMETER SWITCH

(AS) AMMETER SWITCH

(M) KWHR METER

(DM) DIGITAL METER

XX

(XX) DEVICE DESIGNATION TYPE -

DENOTES THE FOLLOWING:

SEE SPECIFICATION

-SEE SCHEDULE & DETAILS

LOW VOLTAGE

LOW VOLTAGE

CIRCUIT BREAKER

DRAWOUT

LOW VOLTAGE

DRAWOUT POWER

CIRCUIT BREAKER

CIRCUIT BREAKER

GROUND

JUNCTION BOX

KEY INTERLOCKING - KEY #
KEY NORMALLY INSERTED
-SEE SCHEDULE & DETAILS

1.
NEW.

2.
ARE EXISTING TO REMAIN.

3.
BELOW ARE EXISTING TO BE REMOVED.

4.
BELOW ARE TYPICAL EQUIPMENT DIVISIONS.

5.
FUTURE.

6.
BE KEPT TO AN ABSOLUTE MINIMUM.

7.
DIAGRAM SHALL BE PROTECTED FROM AVAILABLE FAULT CURRENT
SHOWN BY EITHER OF THE FOLLOWING METHODS:

          - PROVIDE BREAKERS WITH A MINIMUM AIC RATING GREATER THAN
INDICATED

          - PROVIDE A UL RECOGNIZED UPSTREAM CURRENT LIMITING
BREAKER

          - THE SERIES RATING METHOD IS NOT ACCEPTABLE

(JB) JUNCTION BOX

(T) TRANSFORMER

(FS) FUSIBLE SWITCH

(F) FUSE

(PLC) POWER LINE CONDITIONER

(EDP) ELEVATOR DISTRIBUTION PANEL

(EDS) ELEVATOR DISCONNECT SWITCH

(BW) BUS WAY

ALL ITEMS INDICATED BY A DARK SOLID LINE AS SHOWN BELOW ARE

ALL ITEMS INDICATED BY A LIGHT DASHED LINE AS SHOWN BELOW

ALL ITEMS INDICATED BY A DARK DASH-DOT-DASH LINE AS SHOWN

ALL ITEMS INDICATED BY A LIGHT DASH-DOT-DASH LINE AS SHOWN

ALL ITEMS INDICATED BY A LIGHT SOLID LINE AS SHOWN BELOW ARE

ALL DOWNTIME SHALL BE SCHEDULED WITH THE OWNER AND SHALL

THE PANELS AND SWITCHBOARDS INDICATED ON THE ONE LINE

1

A

FED FROM MDP

1

A2

K#

K#

X

X

EXX

XXX/XX

X

ONE-LINE SYMBOLS GENERAL NOTES -
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1 ONE LINE DRAGRAM



CA
2X2 FLUORESCENT TROFFER LITHONIA 2SP8 1
LENSED 2 LAMP F 2 F17T8 17 4100 82 ET 1 29 120 R LG <5 METALUX 7,12

DAYBRITE

CP
2X2 VOLUMETRIC RECESSED METALUX 2RDI
FIXTURE 2 LAMP F 2 F17T8 17 4100 82 ET 1 29 120 R LG <5 LITHONIA 12

DAYBRITE

CR
2X2 VOLUMETRIC RECESSED METALUX 2RDI
FIXTURE 3 LAMP F 3 F17T8 17 4100 82 ET 2 46 120 R LG <5 LITHONIA 12

DAYBRITE

DB
6" FLUORESCENT DOWNLIGHT GOTHAM AFLP
LOW PROFILE F 1 F26DBX 26 4100 82 ET 1 27 120 R V 5 3/16"  PORTFOLIO 16

 REVELATION

DM
8" FLUORESCENT SHOWER GOTHAM LGF
FIXTURE F 2 F26DBX 26 4100 82 ET 1 51 120 R V <8  PORTFOLIO 13,16,46

 REVELATION

TA
DECORATIVE PENDANT 80 TECH LIGHTING 700MP-BRU-Y-S-LEDS830 7
RECEPTION DESK LED - IN UNIT 8 3000 MIN DR 1 8 120/12 P LG 36

XG
SINGLE FACE EDGE-LIT ISOLITE ELT-RC-US 5
RECESSED EXIT SIGN LED - IN UNIT 3 - - - - 3 120 R V CHLORIDE 36,40,51,53

PRIOR APPROVED EQUAL

XH
DOUBLE FACE EDGE-LIT ISOLITE ELT-RC-US 5
RECESSED EXIT SIGN LED - IN UNIT 3 - - - - 3 120 R V CHLORIDE 36,40,53

PRIOR APPROVED EQUAL

LIGHT FIXTURE SCHEDULE
             FIXTURE LAMPS  BALLASTS INPUT

VOLT MOUNT
CEILING FIXTURE FIXTURE SPECIFICATION AND ACCEPTABLE MANUFACTURERS

OPTIONS
SEE

ID DESCRIPTION TYPE NO. DESCRIPTION WATTS K CRI TYPE NO. WATTS TYPE DEPTH MANUFACTURER CATALOG SERIES NOTE

OE
EXTERIOR LED WALL SCONCE 80 FC LIGHTING FCC820-SL-DWFL
CYLINDER LED - IN UNIT 25 4000 MIN DR 1 25 120 S W PRIOR APPROVED EQUAL 36
2000 LUMENS

OF
EXTERIOR LED WALL SCONCE 80 FC LIGHTING FCC820-SL-UWFL-DWFL
UP/DOWN CYLINDER LED - IN UNIT 25 4000 MIN DR 1 25 120 S W PRIOR APPROVED EQUAL 36
2000 LUMENS

OG
EXTERIOR LED WALL PACK 80 FC LIGHTING FCW1034-BK-WFL 6
2000 LUMENS LED - IN UNIT 63 4000 MIN DR 1 63 120 S W PRIOR APPROVED EQUAL

OH
EXTERIOR LED WALL MOUNTED 80 LUMIERE 203-6LED4021-BK
SPOTLIGHT FOR FLAGPOLE LED - IN UNIT 6 4000 MIN DR 1 6 120 S W PRIOR APPROVED EQUAL 36,50
1000 LUMENS

NOTE:

SEE SPECIFICATION SECTIONS 26 50 00 AND 26 02 37 FOR ADDITIONAL INFORMATION REGARDING LIGHTING FIXTURE AND INSTALLATION REQUIREMENTS.  PROVIDE OPTIONS AND ACCESSORIES REFERENCED BY THE COLUMN TITLED "OPTIONS".

MANUFACTURERS AS ACCEPTABLE SHALL MEET ALL REQUIREMENTS AND FEATURES INDICATED.  ACCEPTABLE MANUFACTURERS MUST MEET THE PHOTOMETRIC PERFORMANCE OF THE LISTED UNIT.

ABBREVIATIONS:

AR  = AS REQUIRED EM  = END MOUNT FD10  = FLUORESCENT DIMMING 10-100% LD  = LED DIMMING R  = RECESS XFMR  = TRANSFORMER

CAB  = CABINET ES  = EXPOSED STRUCTURE H  = HID OT  = OTHER RM  = REMOTE

CL  = CLEAR ET  = ELECTRONIC HAL  = HALOGEN P  = PENDANT S  = SURFACE

DM  = LED DIMMING 0-10V F  = FLUORESCENT HPF  = HIGH POWER FACTOR PL  = PLASTER ST  = STANDARD

DR  = LED DRIVER FD1  = FLUORESCENT DIMMING 1-100% I  = INCANDESCENT PS  = PULSE START V  = VARIES

DW  = DRYWALL FD5  = FLUORESCENT DIMMING 5-100% LG  = LAY-IN GRID Q  = QUARTZ W  = WALL MOUNTED

OPTIONS:

1  = AIR HANDLING CAPABILITY - RETURN AIR 21  = FURNISH WITH SLOPE ADAPTER - VERIFY SLOPE 40  = FURNISH WITH UNIVERSAL ARROWS AND RED STENCIL FACE

2  = FURNISH WITH STAGGERED LAMPS 22  = FURNISH WITH AUXILIARY EMERGENCY BATTERY BALLAST 41  = FURNISH FOR FIRE RATED CONSTRUCTION

3  = FURNISH WITH ANTI-MICROBIAL FINISH 23  = FURNISH WITH WIRE GUARD 42  = FURNISH WITH GLARE SHIELD AND LEXAN PROTECTIVE COVER

4  = SEMI-SPECULAR, LOW IRIDESCENT PARABOLIC LOUVERS 24  = FURNISH CHAIN MOUNTING ACCESSORIES 43  = FURNISH WITH UNIVERSAL ARROWS AND RED STENCIL FACE

5  = FURNISH WITH MINI JUNCTION BOX 25  = FURNISH WITH RIGID PENDANT SYSTEMS     AND BATTERY BACK-UP (NO GENERATOR)
6  = FLAT ALUMINUM DOOR FRAME - MITERED CORNERS 26  = FURNISH WITH SWIVEL CANOPY 44  = FURNISH WITH UNIVERSAL MOUNT

7  = REGRESSED ALUMINUM DOOR FRAME 27  = FURNISH WITH SYMMETRICAL REFLECTOR 45  = FURNISH WITH  SOFTENING LENS, EGGCRATE LOUVER AND HOLDER

8  = FLAT STEEL DOOR FRAME 28  = FURNISH WITH ASYMMETRICAL REFLECTOR 46  = FURNISH WITH PRISMATIC LENS

9  = SINGLE GASKETED DOOR FRAME 29  = FURNISH WITH PERFORATED DIFFUSER 47  = FURNISH WITH SPRING LOADED LATCHES

10  = DOUBLE GASKETED DOOR FRAME 30  = FURNISH WITH SOLID FRONT 48  = FURNISH WITH HINGED DOOR

11  = TRIPLE GASKETED DOOR FRAME, LENS, BODY 31  = FURNISH WITH PHOTO CELL 49  = FURNISH WITH TOP AND BOTTOM LENS

12  = POST PAINTED FINISH 32  = FURNISH WITH DIMMING BALLAST COMPATIBLE WITH 50  = FURNISH WITH HEX CELL LOUVER

13  = WET LOCATION CONSTRUCTION     DIMMING CONTROL 51  = FURNISH WITH MIRRORED BACKGROUND

14  = DAMP LOCATION CONSTRUCTION 33  = WHITE STRAIGHT BLADE LOUVERS 52  = FURNISH WITH SELF DIAGNOSTICS

15  = STAINLESS STEEL TRIM AND DOOR FRAME 34  = FURNISH TRIM SUITABLE FOR USE WITH NARROW TEE CLG SUSPENSION SYSTEM 53  = FURNISH WITH FIELD ADJUSTABLE CHEVRONS

16  = MATTE DIFFUSE LOW IRIDESCENT REFLECTOR 35  = CUSTOM FINISH - COLOR AS SELECTED BY ARCHITECT/OWNER 54  = FURNISH WITH END CAPS

17  = FURNISH WITH DUST COVER 36  = STANDARD FINISH - COLOR AS SELECTED BY ARCHITECT/OWNER 55  = FURNISH WITH ADJUSTABLE AIR CRAFT CABLE

18  = FURNISH WITH ROCKER SWITCH 37  = FURNISH WITH RF NOISE SUPPRESSORS (ADVANCE RIF-1) FOR EACH BALLAST 56  = FURNISH WITH IP65 RATING

19  = FURNISH WITH LENS AND GASKET 38  = FURNISH WITH ACRYLIC LENS WITH INTEGRAL RFI SHIELDING 57  = LAMP AND BALLAST CERTIFIED FOR MIL-STD461F

20  = FURNISH WITH AUXILIARY QUARTZ RESTRIKE 39  = FURNISH WITH HOUSE SIDE SHIELD 58  = FURNISH WITH LOW VOLTAGE CONTROL (LVC)

GENERAL NOTES:

1.  VERIFY CEILING T-BAR WIDTH (I.E.  9/16", 15/16", 1.5") WITH THE ARCHITECT/INTERIORS SPECIFICATION PRIOR TO ORDERING LAY-IN FIXTURES.

2.  IN ALL INSULATED OR FIRE RATED CEILINGS, THE EC SHALL BE RESPONSIBLE FOR THE PROPER TENTING (OR FIRE BOXING) OF THE RECESSED FIXTURES.  FOR PREFAB PRODUCTS REFER TO TENMAT OR SPECIALTY PRODUCTS AND INSULATION.

LIGHT FIXTURE SCHEDULE NOTES:

1.  LITHONIA SP8 SHALL BE PROVIDED WITH THE REVERSE APEX LENS. OTHER MANUFACTURERS SHALL PROVIDE THE PATTERN 19.156 LENS.

2. PROVIDE WITH 0-10V DIMMING DRIVER AND CONTROL.

3. FIXTURE SHALL BE CENTERED ABOVE THE MIRROR. REFER TO ARCHITECTURAL ELEVATIONS FOR EXACT MOUNTING HEIGHT.

4. IF SUBMITTING A FIXTURE FOR APPROVAL AS AN EQUAL, PROVIDE CUT SHEET AND IES PHOTOMETRIC FILE PRIOR TO BIDDING. A WORKING SAMPLE OF THE FIXTURE MAY BE REQUIRED FOR APPROVAL BY THE A/E.

5. EXIT SIGN SHALL BE 6" RECESSED CEILING MOUNTED UNLESS NOTED OTHERWISE. COORDINATE CONFLICTS WITH A/E. PROVIDE WITH FIELD SELECTABLE CHEVRONS.

6. FIXTURE SHALL BE MOUNTED IN LOCATION OF EXISTING TO BE REMOVED FIXTURE.  PROVIDE FIXTURE IN BLACK FINISH.

7. REFER TO ARCHITECTURAL DRAWINGS FOR EXACT MOUNTING HEIGHTS.
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SYMBOLS:
(ALL SYMBOLS SHOWN MAY NOT APPEAR ON DRAWINGS)

1

A

PANELBOARD CABINET, SURFACE MOUNTED

INDICATES DESIGNATION

MO A
5 6

MULTI-OUTLET ASSEMBLY (SEE DETAIL)

NUMBER OF CONDUCTORS IN A RACEWAY
#8G

INDICATES CONDUCTOR SIZE (WHEN SHOWN)
FOR PHASE AND NEUTRAL CONDUCTORS

INDICATES NUMBER OF PHASE CONDUCTORS

INDICATES NEUTRAL CONDUCTOR

INDICATES GREEN GROUND CONDUCTOR
(NUMBER INDICATES CONDUCTOR SIZE)

PUSH BUTTON SWITCH

SEE DETAIL SYMBOL

INDICATES DETAIL DESIGNATION

INDICATES SHEET NUMBER

KEYED NOTE SYMBOL

A BOUNDARY DRAWN AROUND A SYSTEMS SYMBOL INDICATES
THE ACTUAL SIZE OF THE DEVICE.  THE BOUNDARY WILL BE
SHOWN ONLY IF THE DEVICE IS LARGER THAN THE INDUSTRY
STANDARD.

FB
X

(FB)   FLOOR BOX
(PT)   POKE-THRU
(DA)   DUCT ACTIVATION
(TP)   TELEPOWER POLE

INDICATES TYPE (SEE SPECIFICATION)

INDICATES QUANTITY OF DEVICES ASSOCIATED WITH UNIT

GXX

DENOTES THE FOLLOWING:
(GM) GROUND MODULE
(PG) POWER GROUND MODULE
(RI) REMOTE INDICATOR

48"
XX,XX

X

X

SYSTEM EQUIPMENT CABINET

DENOTES THE FOLLOWING:
(MATV) CABLE TELEVISION
(CB) CODE BUTTON
(CC) CLOSED CIRCUIT TELEVISION
(CE) CLINICAL ENGINEERING
(CLK) CLOCK SYSTEM
(DV) DIGITAL TELEVISION
(FA) FIRE ALARM
(HP) HOUSE PAGING
(IC) INTERCOM
(IS) INFANT SECURITY
(LM) LOCAL MUSIC
(LP) LOCAL PAGING
(MA) MASTER ANTENNAE TELEVISION
(MS) MUSIC SYSTEM
(NC) NURSE CALL
(P1) PROCEDURE ROOM - TWO WAY COMMUNICATION
(P2) PROCEDURE ROOM - MUSIC SYSTEM
(PA) PUBLIC ADDRESS
(SA) SECURITY ACCESS
(SC) SYSTEM CLOCK
(TC) TELECOMMUNICATIONS
(TV) TELEVISION
(RA) RESCUE ASSISTANCE
(VD) VOICE DATA
(WR) WIRED RADIO

DENOTES THE FOLLOWING:
(AN) ANNUCIATOR
(BB) BACKBOARD
(CP) CONTROL PANEL
(CP) CONTROL PANEL
(DB) DURESS BOSCH
(ER) EQUIPMENT RACK
(TC) TERMINAL CABINET
(WF) WALL FIELD

C
XX

CLOCK SYSTEM

DENOTES THE FOLLOWING:
(A1) ANALOG TYPE, 12" DIAMETER ROUND, SINGLE FACED
(A2) ANALOG TYPE, 9" DIAMETER ROUND, SINGLE FACED
(A3) ANALOG TYPE, 12" DIAMETER ROUND, DOUBLE FACED
(A4) ANALOG TYPE, 9" DIAMETER ROUND, DOUBLE FACED
(AT) ANTENNA
(D1) DIGITAL TYPE, SINGLE FACED (HR:MIN:SEC)
(D2) DIGITAL TYPE, SINGLE FACED (HR:MIN)
(ET) ELAPSE TIMER
(EC) ELAPSE TIMER CONTROL
(GPS) GPS CLOCK SYSTEM
(RP) REPEATER

I
XX

INTERCOM SYSTEM

DENOTES THE FOLLOWING:
(MD) MASTER STATION - DESK MOUNTED
(MW) MASTER STATION - WALL MOUNTED
(SD) SLAVE STATION - DESK MOUNTED
(SW) SLAVE STATION - WALL MOUNTED

XX/XX
WALL PAGING AND SOUND SYSTEM

DENOTES THE FOLLOWING:
(DP) DEPARTMENTAL PAGING
(HP) HOUSE PAGING
(HW) COMBINATION HOUSE PAGING & WIRED RADIO
(LM) LOCAL MUSIC
(PC) PROCEDURE ROOM - TWO WAY COMMUNICATION
(PM) PROCEDURE ROOM - MUSIC SYSTEM
(TS) TELEVISION SOUND REINFORCEMENT SYSTEM
(WR) WIRED RADIO

DENOTES THE FOLLOWING:
(FS) FOOT SWITCH
(MD) MICROPHONE JACK - DESK MOUNTED
(MF) MICROPHONE JACK - FLOOR MOUNTED
(MW) MICROPHONE JACK - WALL MOUNTED
(RE) RE-ENTRANT TYPE HORN
(VC) VOLUME CONTROL
(VS) VOLUME CONTROL WITH 6 POSITION STATION SELECTOR
(WR) WALL MOUNTED RECESSED SPEAKER
(WS) WALL MOUNTED SURFACE SPEAKER

D
XX

DOOR HARDWARE INSTALLATION - SEE DETAILS, ARCHITECTURAL PLANS & SPECIFICATIONS

DENOTES THE FOLLOWING:
(AA) AUTODOOR ACTUATOR (PUSH PLATE)
(AM) AUTODOOR ACTUATOR (MOTION SENSOR)
(AO) AUTODOOR OPERATOR
(ED) ELECTRIC EXITING DEVICE
(DE) DELAYED EGRESS MODULE
(EL) ELECTROMAGNETIC LOCK
(ES) ELECTRIC STRIKE
(KS) KEY SWITCH
(PS) POWER SUPPLY
(PT) POWER TRANSFER HINGE
(RL) RELAY MODULE
(RM) SEPARATELY MOUNTED REQUEST TO EXIT MOTION

SENSOR NOT ASSOCIATED WITH SECURITY SYSTEM
(XX)     TYPICAL DOOR HARDWARE GROUP - SEE ARCHITECTURAL

DOOR HARDWARE INSTALLATION GUIDELINES DETAIL ON
SHEET ET500.

(XX - DENOTES SPECIFIC TYPE)

GENERAL NOTES - NOTES THAT APPLY TO ALL DRAWINGS WITHIN THE DRAWING SET.
SHEET NOTES - NOTES THAT APPLY TO THE SHEET ON WHICH THEY APPEAR.
KEYED NOTES - NOTES THAT APPLY TO AN AREA, ITEM AND/OR DEVICE ON A FLOOR 

PLAN OR DETAIL.
DETAIL NOTES - NOTES THAT APPLY TO A SPECIFIC DETAIL.

NOTE DESCRIPTIONS - ABBREVIATIONS:
(ALL ABBREVIATIONS SHOWN MAY NOT APPEAR ON DRAWINGS)

ABV ABOVE
AFF ABOVE FINISHED FLOOR
AFG ABOVE FINAL GRADE
ALT ALTERNATE
ALT SW ALTERNATE SWITCH
ARCH ARCHITECT
BFC BELOW FINISHED CEILING
BFG BELOW FINISHED GRADE
BLDG BUILDING
BOL BUILT IN OVERLOAD
BPC BOLTED PRESSURE CONTACT SWITCH
BRKR BREAKER
CB CIRCUIT BREAKER
CKT CIRCUIT
CLG CEILING
CP CONTROL PANEL
CS COMBINATION STARTER
DE DUAL ELEMENT FUSES
DIR DIRECT
DISC DISCONNECT
DN DOWN
EC ELECTRICAL CONTRACTOR
ELEV ELEVATION
EMER EMERGENCY
EMT ELECTRIC METALLIC TUBING
EOL END OF LINE RESISTOR
EP EXPLOSION PROOF
ER EXISTING REMOVE FROM SERVICE
ERL EXISTING RELOCATED
ES EXPOSED STRUCTURE
ETR EXISTING TO REMAIN
EX EXISTING
EWC ELECTRIC WATER COOLER
F FLUSH
FBO FURNISHED BY OTHERS
FDR FEEDER
FIXT FIXTURE
FLUOR FLUORESCENT
FLR FLOOR
FS FLOW SWITCH
FVNR FULL VOLTAGE NON-REVERSING
GC GENERAL CONTRACTOR
GFI GROUND FAULT INTERRUPTED
GRC GALVANIZED RIGID CONDUIT
GRD GROUND
GRDG GROUNDING
GYP GYPSUM BOARD
HOA HAND-OFF-AUTO SWITCH
HVAC HEATING, VENTILATING, & AIR CONDITIONING
HW HEAVYWALL
IL INTERLOCK
IMC INTERMEDIATE METALLIC CONDUIT
JB JUNCTION BOX
kVA KILO VOLTAMPERE
LG LAY-IN GRID
LTG LIGHTING
LV LOW VOLTAGE
LVT LINE VOLTAGE THERMOSTAT
MAG MAGNETIC STARTER
MAN MANUAL STARTER
MC MECHANICAL CONTRACTOR
MCB MAIN CIRCUIT BREAKER
MCC MOTOR CONTROL CENTER
MDP MAIN DISTRIBUTION PANEL
MLO MAIN LUGS ONLY
MSB MAIN SWITCHBOARD
MTD MOUNTED
NIC NOT IN CONTRACT
NU NEAR UNIT
OU ON UNIT
P POLE
PB PUSH BUTTON
PEND PENDANT
PC PLUMBING CONTRACTOR
PE SW PNEUMATIC SWITCH
PLBG PLUMBING
PNL PANEL
PVC POLYVINYL CHLORIDE
R RELAY
RAI REMAIN AS IS
RE/CKT RECONNECT TO EXISTING CIRCUIT
RECEPT RECEPTACLE
RM ROOM
RVS REDUCED VOLTAGE STARTING
S SPLINE
SEL SW SELECTOR SWITCH
SP SW SPEED SWITCH
SURF SURFACE
SW SWITCH
TC TIME CLOCK
TCC TEMPERATURE CONTROL CONTRACTOR
TCP TEMPERATURE CONTROL PANEL
TYP TYPICAL
UG UNDERGROUND
UNIV UNIVERSAL
USS UNIT SUBSTATION
WP WEATHERPROOF
XFMR TRANSFORMER

X

X

S

S

TTB

1

A
INDICATES DESIGNATION

PANELBOARD CABINET, FLUSH MOUNTED

A

OUTLET, COMBINATION TELEPHONE/DATA COMMUNICATION

INDICATES OUTLET CONFIGURATION.  SEE THE
TELECOMMUNICATIONS HORIZONTAL CABLING
SCHEDULE FOR ADDITIONAL INFORMATION.

INDICATES OUTLET MOUNTING HEIGHT.
(C) MOUNTED ABOVE COUNTER
(D) DESK TYPE (STANDARD MOUNTING HEIGHT)
(F) FLOOR (SEE POWER PLAN FOR FLOOR BOX OR

POKE THRU LOCATION)
(M) MOUNTED IN MULTI-OUTLET ASSEMBLY

SHOWN ON POWER PLAN
(S) SPECIAL MOUNTING HEIGHT EITHER INDICATED

ON THE DRAWINGS OR AS INDICATED IN THE
ASSOCIATED ARCHITECTURAL ELEVATIONS.

(T) TELEPOWER POLE (SEE POWER PLAN FOR TELEPOWER
POLE LOCATION)

(W) WALL MOUNTED

INDICATES MOUNTING HEIGHT WHEN SHOWN.

.

FLOOR RECEPTACLE, TELEPHONE

A = AUDIO V = VIDEO I = INTERCOM

INDICATES OUTLET MOUNTING HEIGHT.
(C) MOUNTED ABOVE COUNTER
(D) DESK TYPE (STANDARD MOUNTING HEIGHT)
(J) JACK TYPE
(M) MOUNTED IN MULTI-OUTLET ASSEMBLY

SHOWN ON POWER PLAN
(S) SPECIAL MOUNTING HEIGHT EITHER INDICATED

ON THE DRAWINGS OR AS INDICATED IN THE
ASSOCIATED ARCHITECTURAL ELEVATIONS.

(W) WALL MOUNTED

INDICATES MOUNTING HEIGHT WHEN SHOWN.

.

OUTLET TELEPHONE; LETTER INDICATES AS FOLLOWS:

OUTLET DATA ONLY

OUTLET; LETTER INDICATES AS FOLLOWS:

TELEPHONE BACKBOARD (WALL MOUNTED)

XX/XX
CEILING PAGING AND SOUND SYSTEM

DENOTES THE FOLLOWING:
(DP) DEPARTMENTAL PAGING
(HP) HOUSE PAGING
(HW) COMBINATION HOUSE PAGING & WIRED RADIO
(LM) LOCAL MUSIC
(PC) PROCEDURE ROOM - TWO WAY COMMUNICATION
(PM) PROCEDURE ROOM - MUSIC SYSTEM
(TS) TELEVISION SOUND REINFORCEMENT SYSTEM
(WR) WIRED RADIO

DENOTES THE FOLLOWING:
(CR) CEILING MOUNTED RECESSED SPEAKER
(CS) CEILING MOUNTED SURFACE SPEAKER
(MC) MICROPHONE JACK - CEILING MOUNTED

INDICATES OUTLET MOUNTING HEIGHT.
(C) MOUNTED ABOVE COUNTER
(CLG) CEILING
(D) DESK TYPE (STANDARD MOUNTING HEIGHT)
(J) JACK TYPE
(M) MOUNTED IN MULTI-OUTLET ASSEMBLY

SHOWN ON POWER PLAN
(S) SPECIAL MOUNTING HEIGHT EITHER INDICATED

ON THE DRAWINGS OR AS INDICATED IN THE
ASSOCIATED ARCHITECTURAL ELEVATIONS.

(W) WALL MOUNTED
(WAP) WIRELESS ACCESS POINT
(BAP) BOSCH ACCESS POINT

FOR BOSCH WIRELESS DURESS SECURITY SYSTEM

INDICATES MOUNTING HEIGHT WHEN SHOWN.

.

PROVIDE LABELING IN ACCORDANCE WITH ANSI/EIA/TIA-606-A. ALL LETTERING FOR VOICE AND DATA CIRCUITS
SHALL BE STENCILED USING LASER PRINTERS, INKJET PRINTERS, OR THERMAL INK TRANSFER PROCESS.
HANDWRITTEN LABELS ARE NOT ACCEPTABLE. REFER TO SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS.

LABELING -

48"
XX,XX

INDICATES OUTLET CONFIGURATION.  SEE THE
TELECOMMUNICATIONS HORIZONTAL CABLING
SCHEDULE FOR ADDITIONAL INFORMATION.

48"
XX,XX

INDICATES OUTLET CONFIGURATION.  SEE THE
TELECOMMUNICATIONS HORIZONTAL CABLING
SCHEDULE FOR ADDITIONAL INFORMATION.

N

N

NURSE CALL STATION AND DOME LIGHT

NURSE CALL STATION - EMERGENCY TOILET LOCATION

TS

HD

DH

FAT

ELECTROMAGNETIC TYPE DOOR HOLDER OUTLET

DETECTOR, FLOW SWITCH

DETECTOR, HEAT; LETTER INDICATES AS FOLLOWS:
(F) FIXED TEMPERATURE RISE
(R/T) COMBINATION
(R/C) RATE COMPENSATION
(R) RATE OF RISE

ALARM, FIRE, MANUAL PULL STATION

DETECTOR; LETTER INDICATES AS FOLLOWS:
(BLANK) SMOKE DETECTOR
(H) HEAT SMOKE
(I) IONIZATION SMOKE
(P) PHOTOELECTRIC SMOKE
(IH) IONIZATION AND HEAT SMOKE
(IP) IONIZATION AND PHOTOELECTRIC SMOKE
(PH) PHOTOELECTRIC AND HEAT SMOKE
(IPH) IONIZATION, PHOTOELECTRIC, AND HEAT

FACP

ALARM, TAMPER SWITCH

ALARM, LAMP LIGHT, SIGNAL LIGHT, STROBE
(VO) VISUAL UNIT ONLY
(VO1) VISUAL UNIT ONLY, 15 CANDELA STROBE
(VO2) VISUAL UNIT ONLY, 30 CANDELA STROBE
(V03) VISUAL UNIT ONLY, 75 CANDELA STROBE
(VO4) VISUAL UNIT ONLY, 110 CANDELA STROBE

ALARM, HORN/SPEAKER/LIGHT, ONE ASSEMBLY; LETTERS INDICATE AS FOLLOWS:
(HV1) HORN W/ 15 CANDELA STROBE
(HV2) HORN W/ 30 CANDELA STROBE
(HV3) HORN W/ 75 CANDELA STROBE
(HV4) HORN W/ 110 CANDELA STROBE

DETECTOR, SMOKE, FOR DUCT

ALARM, FIRE, PANEL; LETTERS INDICATE AS FOLLOWS:
(FAAP)  ANNUNCIATOR PANEL
(FACC)  CENTRAL CONSOLE
(FACP)  CONTROL PANEL
(FATC)  TERMINAL CABINET
(FATPX)  TRANSPONDER PANEL

 X - DENOTES LEVEL
(MFACP)  MASTER CONTROL PANEL

ALARM, HORN/LIGHT, ONE ASSEMBLY WITH CHIME; LETTERS INDICATE AS
FOLLOWS:
(CO) CHIME ONLY
(CV1) CHIME W/ 15 CANDELA STROBE
(CV2) CHIME W/ 30 CANDELA STROBE
(CV3) CHIME W/ 75 CANDELA STROBE
(CV4) CHIME W/ 110 CANDELA STROBE

C

ALARM, HORN ONLY

CITY FIRE ALARM MASTER STATION

FIRE ALARM TROUBLE TRANSMITTER (BASE LOOP)
NUMERALS DENOTE CODE.

P

S
XX

SECURITY, ACCESS CONTROL AND DOOR MONITORING

DENOTES THE FOLLOWING:
(CR) CARD READER
(CXX) CLOSED CIRCUIT CAMERA - SEE CAMERA SCHEDULE

(XX - DENOTES SPECIFIC UNIT)
(DB) DURESS BUTTON
(DC) DOOR CONTACT
(DP) DOOR POSITION INDICATOR SWITCH
(EL) ELECTRIC LATCHING
(EM) ELECTROMAGNETIC LOCK
(ES) ELECTRIC STRIKE
(GB) GLASS BREAK DETECTOR
(KE) KEYLESS ENTRY
(KP) KEYPAD - SECURITY SYSTEM
(KS) KEEPER SWITCH
(MD) MOTION SENSOR - DUAL TECHNOLOGY
(MI) MOTION SENSOR - INFRARED
(ML) MOTION SENSOR - LOCAL ALARM
(MO) CLOSED CIRCUIT TELEVISION MONITOR
(MU) MOTION SENSOR - ULTRASONIC
(RC) CLOSED CIRCUIT TELEVISION REMOTE CAMERA CONTROLS
(RM) REQUEST FOR EXIT - MOTION
(RP) REQUEST FOR EXIT - PUSH BUTTON
(VC) VIDEO RECORDER

CONTROL MODULECM

DUCT DETECTOR - REMOTE TEST SWITCHRTS
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HD

N

DIRTT Wall Coordination Schedule - Electrical
DIRTT Level 1 DIRTT Level 2 DIRTT Level 3 DIRTT Level 4 Keyed Note

Electrical Systems

installed by DIRTT

Box and Conduit

Rough in by DIRTT

Box, Conduit, Wire, Device with prewired

box to connect above ceiling by DIRTT

Box, Conduit, Wire, Device with

flexible modular wiring system by

DIRTT

Lighting Controls No Required No No 1

Normal Receptacle No Required No No 1

Critical Care Receptacle No Required No Code Violation 1, 2

Fire Alarm No Required No No 1

Telecommunications Voice/Data No Required No No 1

Security - Access Control No Required No No 1

Security - CCTV No Required No No 1

Security - Duress Alarms No Required No No 1

Hospital Comm - Nurse Call No Required No No 1

Hospital Comm - Paging/Volume Control No Required No No 1

AV Cables For monitors and or projectors No Required No No 3

Schedule Keyed Notes:

1.  VA specified electrical, communications, or life safety system shall be installed by electrical contractor in DIRTT box and conduit system.

2.  Flexible wiring systems is not allowed per NEC 517.

3.  AV Cables are provided with connectors on the cables.  Provide low voltage mounting plate and accessible pathway through DIRTT wall system for AV Cables.

Schedule General Notes:

1.  Base bid includes DIRTT wall installation.  Alternate bid removes DIRTT wall system and requires standard electrical installation by Electrical Contractor.

2.  VA specifications do not allow cabling systems or flexible conduits for branch circuits.

3.  See plans and specifications for additional electrical requirements.

4.  Coordinate all rough in requirements with wall system manufacturer.  Provide DIRTT wall manufacturer all device box and conduit rough in requirements based on each systems

approved shop

drawings.
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D

E

F

G

12345
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AN

FA

WAP
ERL

WAP

WAP
ERL

WAP

1

ETR

VO1/C

VO1

VO1

VO1/C

VO1/CVO1/CVO1/CVO1/C

VO2/C

VO1/CVO1/CVO1/CVO1/CVO1/CVO1/CVO1/CVO1/C
VO1/C

VO1/C

VO1/C VO1/C

VO1/C
VO1/C

VO1/C

VO1/C

VO2/C

HV2

HV1

VO1

HV2

HV1

HV1

VO1/C

VO1/C

VO1/C

VO1/C

VO1/C

CO1

CO2
PTZ

PTZ

CO4

CO5

CO3
PTZ

PTZ

PTZ

S,TV 72"

CO6
PTZ

MD

EL

EL

RM

DC
ETR

DC

CR

2

ERL

ERL

ERL

ERLERL
ERL

ERL

ERL

ETR
REX

CR
ETR

VIDEO AIPHONE
ETR

DC
ETR

ML
ETR

C

WAP
ETR

WAP
ERL

MD
ERLD

3

3

EL DC

RM

DC EL

MD

BAP
ETR

S,TV 72"

S,TV
72"

P

HV1

P

VO1/C

D,2v2d

D,2v2d D,2v2dD,2v2d D,2v2d D,2v2d D,2v2d D,2v2d D,2v2d D,2v2d

D,2v2d

D,2v2d

D,2v2d

D,2v2d

D,2v2d

D,2v2d
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D,2v2d D,2v2d D,2v2d D,2v2d
D,2v2d

D,2v2d

D,2v2d

D,2v2d

D,2v2d

D,2v2d

ET400

1
ET401

4

CM

WP

WAP

WAPWAP

WAP
ERL

WAP
ERL

BAP
ETR

BAP

BAP

BAP
ETR BAP

BAP

ETR

RTS

CM

D,2v2d

D,2v2d

D,2v2d

S,TV 72"S,TV 72"

D,2v2d

,W

,W

CR

CR

CRCR

CR

CR

156A

155A

155B

168A

168B

170A

4

VESTIBULE

A170

EL DC

RM

DC EL

CR

.

CR
5

EL

DC

ELDC

RM

RM

ELDC

RM

EL

DC

RM

EL

DC

RM

MAIL / WORK

A156

MEN

A193

OAT MD OFFICE

A162

OAT 1 OFFICE

A163

OAT 3 OFFICE

A164

OAT 2 OFFICE

A166

LPN

A167

OAT 1

52

TAG GROUP ROOM

A174

TAG TEAM LEAD

A176

TAG 1 OFFICE

A178

TAG 2 OFFICE

A179

SWING OFFICE

A182

TAG MD OFFICE

A183

MH 4 OFFICE

A186

MH 3 OFFICE

A187

MH 2 OFFICE

A190
MH 1 OFFICE

A191SUPERVISOR

A192

CORRIDOR

CA1-6

PSA/MSA

A170B

WAITING

A170A

IT/WORK

A168

OAT LARGE GROUP
ROOM

A160

PEER OFFICE

A175

SHOWER

A177B

NUTRITION

A177

LAUNDRY

A177A

STORAGE

157

WOMEN

A189

RECEPTION

A155

RECEPTION

A155A

SPECIMEN TOILET

A169

STORAGE

A158

STORAGE

A160A

OAT SMALL GROUP
ROOM

A159

TAG SMALL GROUP
ROOM

A185

MH 5 OFFICE

A188

MH 6 OFFICE

A157

STORAGE

A184

TELE.

A156A

IRM

A192A

ELEV. EQUIP.

---

STAIR 3

STR3

WAITING

A150

CORRIDOR

CA1-5

VESTIBULE
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 3/16" = 1'-0"ET101

1 FIRST FLOOR PLAN - TECHNOLOGY

1.

SHEET NOTES -

KEYED NOTES -

ALL NEW CCTV CAMERAS SHALL BE HIGH DEFINITION, IP, 720P,
WITH PAN TILT ZOOM CAPABILITY.   CABLE EACH CAMERA TO
NEW EQUIPMENT RACK IN CLOSET - RM# A-192.

1.

2.

3.

4.

5.

EXISTING ANALOG FIRE ALARM ANUNCIATOR.

MOUNT TO STAINLESS STEEL PEDESTAL. SAW CUT AND
PATCH  WITH NEW 3000 PSI CONCRETE.

PROVIDE DEDICATED WIRING BETWEEN MASTER AND
REMOTE STATIONS AND MONITOR.  PROVIDE BOX AND
CONDUIT ROUGHIN IN WALL.   RELOCATE ASSOCIATED
MONITOR FROM CURRENT LOCATION AND WALL MOUNT
DIRECTLY ABOVE THE MASTER STATION.

MULLION MOUNTED.

PROVIDE CARD READER AND ASSOCIATED ACCESS CONTROL
HARDWARE  FOR THE TEMPORARY CONSTRUCTION
ENTRANCE DOOR.  LOCATION IS APPROXIMATE AND WILL BE
REMOVED AT THE END OF THE PROJECT.

NN

TRUE NORTH PROJECT NORTH



D

B
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A

A

B C D

E

TELECOMM WALLFIELD COMPONENTS

TAG DESCRIPTION

A 50PR BUILDING ENTRANCE TERMINAL

B 110 STYLE 300PR TERMINATION BLOCK - STATION

C 110 STYLE 300PR TERMINATION BLOCK - RISER

D 110 STYLE 100PR TERMINATION BLOCK - STATION

E 110 STYLE 300PR TERMINATION BLOCK - RISER & STATION

D

5

1

2

34

5

159.25 SF

WOMEN

A189

D

5

1

2

3
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BID SET

ET400
R&DR&D

TELECOM ROOM PLAN VEW &
WALLFIELD

9-30-2015

214011.01BUILDING 43 RENOVATE FOR
SUBSTANCE ABUSE AND
PSYCHOLOGY

NOT TO SCALEET400

1 TELECOM WALLFIELD - AFTER
NOT TO SCALEET400

2 TELECOM WALLFIELD - BEFORE

1.

2.

3.

4.

5.

DETAIL NOTES -
POSITION TERMINATION BLOCKS AS INDICATED ABOVE WITH
THE INTENT OF HAVING THE OSP AND RISER BACKBONE
CABLES AT THE BOTTOM OF THE STACK, AND THE
HORIZONTAL STATION CABLES AT THE TOP OF THE STACK.
THESE BLOCKS SHALL LEAVE >6" OF SPACE TO THE DOOR
FRAME.

EXISTING BET SHALL BE REPLACED WITH A MORE COMPACT
MODEL, CIRCA 1880ENA1/NSC-50 OR EQUAL.  EXISTING 5 PIN
PROTECTOR UNITS SHALL BE REUSED.

CONTRACTOR SHALL DISCONNECT AND REROUTE COPPER
CABLING AS NECESSARY TO PROVIDE AN ORDERLY
INSTALLATION THAT EXHIBITS QUALITY INDUSTRY
CRAFTSMANSHIP.  CABLES SHALL ROUTE VERTICALLY ON THE
NORTH WALL GENERALLY BETWEEN THE TERMINATION
BLOCKS AND THE EAST WALL.

EXISTING FIBER OPTIC BACKBONE AND TERMINATION PANELS
ARE NOT PART OF THIS PROJECT AND SHALL REMAIN
PROTECTED IN PLACE.  PROVIDE PLASTIC SHEETING OVER
THESE TERMINATION PANELS TO ELIMINATE DUST INCURSION
DURING THE PROJECT.

PROVIDE WIRING TROUGHS OR SPLIT C RINGS FOR ROUTING
OF CROSS CONNECT WIRING BETWEEN BLOCKS

1.

2.

3.

4

DETAIL NOTES -
EXISTING TELECOMM TERMINATION HARDWARE CURRENTLY
SERVES THE ENTIRE BUILDING AND SHALL REMAIN IN
OPERATION DURING THIS PROJECT.

ALL TERMINATION HARDWARE, EXCEPT FOR THE BUILDING
ENTRANCE TERMINAL (BET), SHALL BE RELOCATED FROM
CURRENT POSTIONS TO ALLOW FOR INSTALLATION OF A NEW
DOOR INTO ROOM.  SEE "AFTER" DETAIL FOR REFERENCE.

PRIOR TO RELOCATION START, AND DURING "NORMAL HOURS",
THE CONTRACTOR SHALL DOCUMENT ALL WALLFIELD CROSS-
CONNECTS, NOTING BLOCK AND PAIR NUMBER.  THIS
INFORMATION SHALL BE ENTERED ON AN EXCEL SPREADSHEET
AND USED AS REFERENCE WHEN THE CONTRACTOR RE-
INSTALLS THE CROSS CONNECTS AFTER MOVING THE
TERMINATION BLOCKS TO THEIR NEW LOCATION.

IN ORDER TO MINIMIZE DOWNTIME FOR THE OWNER, ALL
PHYSICAL RELOCATION ACTIVITY SHALL BE PERFORMED
DURING AN "AFTER HOURS" PERIOD AND SCHEDULED IN
COORDINATION WITH THE OWNER.

KEYED NOTES -

1.

2.

EXISTING TELECOMM TERMINATION HARDWARE.

EXISTING FLOOR SLEEVES.  THESE SHALL REMAIN PROTECTED
IN PLACE.

2

1

 1/2" = 1'-0"ET400

3 RACK PLANVIEW - AFTER

1.

2.

3.

4.

5.

DETAIL NOTES -

EXISTING NETWORK RACK SHALL BE ROTATED CLOCKWISE 90-
DEGREES AND MOUNTED PERPENDICULAR TO THE SOUTH
WALL AS SHOWN.  RACK SHALL BE ANCHORED TO THE FLOOR
AND TO THE ADJACENT WALL WITH LADDER-STYLE CABLE
TRAY FOR STABILITY.  RACK SHALL BE EQUIPPED WITH (1)
VERTICAL CABLE MANAGER.  MANAGER SHALL BE 3.6"W X 7'H,
DOUBLE SIDED, WITH FINGER GUIDES THAT ALIGN WITH EACH
1U RACK SPACE.

HORIZONTAL STATION CABLING ENTERS THE TR THRU A WALL
SLEEVE LOCATED ON THE SOUTH WALL OF THE TR.  THESE
CABLES SHALL BE REROUTED AND SUPPORTED ON THE WALL
OF THE TR PER TIA STANDARDS.

PROVIDE TELECOMMUNICATIONS GROUND BAR (TGB) AND
ATTACH TO ELECTRICAL GROUND PER TIA-607 STANDARDS.

EXISTING WALL MOUNTED SC BOX CONTAINING CATV SPLITTER
AND COAX TERMINATIONS.  REPLACE EXISTING 3-PORT
SPLITTER WITH A NEW 4-PORT SPLITTER (TRU SPEC DSU-4 5-
900 U/V/FM, OR EQUAL).  CONNECT CATV FEED AND TV
LOCATIONS.  PROVIDE AND VERIFY OWNER ACCEPTABLE
CHANNEL SIGNAL PERFORMANCE AT EACH TV.

PROVIDE FIRE RATED PLYWOOD BACKBOARD ON SOUTH WALL
OF TR.  REFER TO 28 05 28.33 FOR FURTHER INFORMATION.

 1/2" = 1'-0"ET400

4 RACK PLANVIEW - BEFORE

1.

2.

3.

KEYED NOTES -
EXISTING EQUIPMENT RACK SERVES OTHER BUILDING
OPERATION AREAS OUTSIDE OF THE PROJECT BORDER AND
SHALL REMAIN IN SERVICE.  ALL DOWNTIME OCCURANCES
SHALL BE COORDINATED WITH THE OWNER IN ADVANCE.

EXISTING WALL SLEEVE FOR COMMUNICATIONS CABLING.

EXISTING WALL MOUNTED SC BOX CONTAINING CATV
SPLITTER AND COAX TERMINATIONS.

KEYED NOTES -

1.

2.

3.

THE RACK SERVES OTHER USER WORKSTATIONS THAT ARE
OUTSIDE OF THE BOUNDARIES OF THE PROJECT.
RELOCATION OF THE RACK MUST BE COORDINATED WITH THE
OWNERS IT STAFF TO AVOID SERVICE INTERRUPTIONS.

THE CONTRACTOR SHALL PROVIDE A SECTION OF 12"W
LADDER-STYLE CABLE TRAY BETWEEN THE RACK AND THE
EAST WALL OF THE TR.  THE TRAY SHALL BE AFIXED TO THE
RACK AND WALL WITH THE APPROPRIATE HARDWARE
RECOMMENDED BY THE MANUFACTURER.

EXISTING CABLING THAT LEAVES THE TR THRU THE CURRENT
FLOOR SLEEVES MAY NOT HAVE SUFFICIENT SLACK TO REACH
THE NEW RACK LOCATION.  THE CONTRACTOR SHALL
DETERMINE IF THESE CABLES MAY BE RE-INSTALLED OR
DEMOLISHED IF FOUND TO BE OUT OF SERVICE.



162.07 SF

SUPERVISOR

A192

B

A

1

3

4

2

5
6

162.07 SF

SUPERVISOR

A192

B

A

2

1

3

159.25 SF

WOMEN

A189

D

5

4

2 13

D

5

1

2

3

Drawing Title

Approved for Design Concept:

Project Title

Date

Location

Checked By:

Building Number

Project Number

Drawing Number

Drawn By:

Revisions: Date

ARCHITECT/ENGINEERS:

CLEMENT J. ZABLOCKI VAMC

#43

o
n
e
 
e
ig
h
th
 
in
c
h
 
=
 
o
n
e
 
fo
o
t 1
6

8
4

0

th
re
e
 
in
c
h
e
s
 
=
 
o
n
e
 
fo
o
t

6
"

1
0

6
"

o
n
e
 
a
n
d
 
o
n
e
 
h
a
lf
 
in
c
h
e
s
 
=
 
o
n
e
 
fo
o
t

o
n
e
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

2
0

6
"

6
"

0
2

th
re
e
 
q
u
a
rt
e
rs
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

o
n
e
 
h
a
lf
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

4
0

th
re
e
 
e
ig
h
th
s
 
in
c
h
 
=
 
o
n
e
 
fo
o
t

4
0

0
4

8

o
n
e
 
q
u
a
rt
e
r 
in
c
h
 
=
 
o
n
e
 
fo
o
t

B

A

C

D

E

F

1 2 3 4 5 6 7 9

F

E

D

C

B

A

97 8654321

OFFICE OF

FACILITIES

MANAGEMENT

VA Project Number

JAMES BEIER 695-15-118

MEP Engineer

RING & DUCHATEAU, LLP
17400 W. CAPITOL DRIVE
BROOKFIELD, WI  53045

(414) 778-1700

8

905 N. CAPITOL AVE. SUITE 100  INDIANAPOLIS, IN. 46204
317.800.6388                    WWW.GUIDONDESIGN.COM

SUSTAINABLE ARCHITECTURE + ENGINEERING

PROJECT LEAD
Architect, Structural Engineer, Civil Engineer

CLEMENT J. ZABLOCKI VA MEDICAL CENTER
MILWAUKEE, WISCONSIN

C
:\
R

e
v
it
L
o
c
a
lF

ile
s
\2

1
4
0
1
1
_
2
0
1
4
_
S

U
B

S
T

A
N

C
E

 A
B

U
S

E
_
ro

b
n
e
.r

v
t

BID SET

ET401
R&DR&D

SYSTEMS SECURITY

9-30-2015

214011.01BUILDING 43 RENOVATE FOR
SUBSTANCE ABUSE AND
PSYCHOLOGY

 1/2" = 1'-0"ET401

1 SUPERVISOR - ROOM A132 - AFTER

 1/2" = 1'-0"ET401

2 SUPERVISOR - ROOM A132 - BEFORE

1.

SHEET NOTES -

KEYED NOTES -

*

1.

2.

3.

EXISTING CCTV CAMERA SYSTEM CONTROLLER AND DVR
EQUIPMENT.  ALL EQUIPMENT SHALL BE RELOCATED INTO A NEW
19" X 7' EQUIPMENT RACK IN THE NEW CLOSET IN THE ROOM.
THIS EQUIPMENT NEEDS TO REMAIN OPERATIONAL WITH ALL
REQUIRED DOWNTIME CLOSELY COORDINATED WITH CAMPUS
POLICE.

CURRENT CCTV CABLING PATHWAY TO CAMERA LOCATIONS
WITHIN BUILDING.  AT THE HEADEND, THESE CABLES SHALL BE
DISCONNECTED FROM ALL EQUIPMENT, PULLED BACK INTO
HALLWAY, AND REROUTED INTO THE NEW CLOSET FOR
RECONNECTION TO THE EQUIPMENT.  CABLES SHALL NOT BE
SHORTENED.  CABLE CONNECTION POINTS SHALL BE
DOCUMENTED PRIOR TO DISCONNECTION AND RELOCATION.
ALL CONNECTIONS SHALL BE RE-ESTABLISHED IN THEIR
ORIGINAL PORTS.

EXISTING DOOR MONITORING SYSTEM AND ELEVATOR
INTERCOMM SYSTEM.  FUTURE STATUS OF BOTH SYSTEMS IS
TBD.

1.

SHEET NOTES -

KEYED NOTES -

*

1.

2.

3.

4.

5.

6.

CABLE PATHWAY FROM CAMERAS LOCATED THROUGHOUT THE
BUILDING.  PROVIDE 4" WALL SLEEVE AT CORNER OF CLOSET
AND ROUTE CABLING DOWN TO EQUIPMENT LOCATION.

RELOCATED WALL MOUNT MONITOR.  COORDINATE MOUNTING
HEIGHT WITH OWNER.

CCTV HEADEND EQUIPMENT RELOCATED FROM ELSEWHERE IN
ROOM.  ALL CAMERAS SHALL BE MONITORED BY VA POLICE -
BLDG 111.

PROVIDE A 7' X 19" EQUIPMENT RACK.  RACK SHALL BE
PROVIDED WITH (4) SINGLE-SIDED, VENTED SHELVES - EACH
ABLE TO SUPPORT A MINIMUM OF 50LBS.  RACK SHALL BE
CONNECTED TO ELECTRICAL GROUND BAR (PROVIDED BY
OTHERS) THAT IS LOCATED IN THE CLOSET.

SHELVING AND RELOCATED CCTV HEAD-END EQUIPMENT SHALL
BE MOUNTED IN THE BOTTOM HALF OF THE RACK, KEEPING
HEAVIER PIECES LOWER THAN OTHERS.  PROVIDE A NEW 24-
PORT PATCH CAT5E PATCH PANEL FOR IP CAMERAS, AND
MOUNT IN TOP HALF OF THE RACK.  COORDINATE ALL
EQUIPMENT POSTIONS WITH OWNER PRIOR TO INSTALLATION.

PROVIDE TELECOMMUNICATIONS GROUND BAR (TGB) AND
ATTACH TO ELECTRICAL GROUND PER TIA-607 STANDARDS.

1.

SHEET NOTES -

KEYED NOTES -

*

1.

2.

3.

4.

EXISTING JOHNSON CONTROL CARD-KEY SYSTEM CABINET
TO BE RELOCATED WITHIN SAME ROOM.  CABINET
CURRENTLY IS MOUNTED APPROXIMATELY 6' AFF.

EXISTING JOHNSON CONTROL CARD-KEY SYSTEM CABINET
TO BE RELOCATED WITHIN SAME ROOM.  CABINET IS
CURRENTLY MOUNTED APPROXIMATELY 8' AFF.

EXISTING ALTRONIX POWER SUPPLYS TO BE RELOCATED
WITHIN THE SAME ROOM.  UNITS ARE REQUIRED FOR
JOHNSON CONTROL CARD-KEY SYSTEM.

EXISTING SLEEVE TO REMAIN IN PLACE.  ALL CABLING
FEEDING INTO THE JOHNSON CONTROL CARD-KEY SYSTEM
ENTERS THE ROOM AT THIS POINT.  CONTRACTOR SHALL
DOCUMENT ALL CABLE TERMINATION POINTS PRIOR TO
DISCONNECTION AND RE-ROUTING TO NEW PANEL
LOCATION.

1.

SHEET NOTES -

KEYED NOTES -

*

1.

2.

3.

RELOCATED JOHNSON CONTROLS CARD-KEY SYSTEM
CABINETS AND ASSOCIATED POWER SUPPLIES SHALL BE
VERTICALLY WALL MOUNTED IN THIS AREA IN ORDER TO
PROVIDE THE MAXIMUM AMOUNT OF SERVICE SPACE
BETWEEN THIS EQUIPMENT AND THE NETWORK RACK.
PROVIDE REQUIRED COMPONENTS TO ENABLE MONITORING
FROM VA POLICE - BLDG 111.

EXISTING WALL SLEEVE.  ALL DOOR CONTROL CABLING
ENTERS THE ROOM AT THIS POINT.  CABLING SHALL BE
PROPERLY SUPPORTED AS IT IS ROUTED WITHIN THE
ROOM.

RELOCATED NETWORK EQUIPMENT RACK.

 1/2" = 1'-0"ET401

3 SECURITY PANEL PLANVIEW - BEFORE

 1/2" = 1'-0"ET401

4 SECURITY PANEL PLANVIEW - AFTER

NN

TRUE NORTH PROJECT NORTH

NN

TRUE NORTH PROJECT NORTH

NN

TRUE NORTH PROJECT NORTH

NN

TRUE NORTH PROJECT NORTH



1. ALL DEVICES SHOWN MAY NOT APPLY TO ALL DOORS.  THE
DEVICES INDICATED ARE TYPICAL DEVICES REQUIRING
WORK BY THIS ELECTRICAL CONTRACTOR.  THE EC SHALL
REFERENCE THE ARCHITECTURAL DOOR HARDWARE
SCHEDULE AND SPECIFICATION FOR ALL EQUIPMENT
ASSOCIATED WITH EACH DOOR HARDWARE GROUP.

2. ASSUME A SINGLE GANG JUNCTION BOX SHALL BE
FURNISHED BY THE EC FOR EACH DOOR HARDWARE
DEVICE FOR BIDDING.  THE EC SHALL COORDINATE WITH
THE GC AND DOOR HARDWARE VENDOR PRIOR TO THE
START OF DOOR HARDWARE ROUGH-IN WORK.  EC SHALL
PROVIDE JUNCTION BOXES AS DEFINED IN THE DOOR
HARDWARE VENDOR'S WIRING DIAGRAM.

3. EC SHALL PROVIDE THE 120V CIRCUIT, BOXES AND
RACEWAYS FOR EACH TYPICAL DOOR TYPE AS SHOWN
ABOVE.  DOOR HARDWARE EQUIPMENT INSTALLATION AND
WIRING WILL BE BY OTHERS.

4. REFER TO FLOOR PLANS FOR CARD READER LOCATIONS.

DOUBLE DOOR SINGLE DOOR

DETAIL NOTES -

SINGLE DOOR

1/2"C.
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TECHNOLOGY DETAILS

9-30-2015

214011.01BUILDING 43 RENOVATE FOR
SUBSTANCE ABUSE AND
PSYCHOLOGY

NOT TO SCALEET500

1 ARCHITECTURAL DOOR HARDWARE INSTALLATION GUIDLINES

KEYED NOTES -
1. WIRE BACK TO NEAREST SYSTEMS CLOSET.

NOT TO SCALEET500

2 FIRE ALARM RISER

KEYED NOTES -
1. 18/2 TWISTED SHIELDED PAIR SLC CABLE IN 3/4" RED

CONDUIT.



FIRE ALARM TERMINATION CABINET #3 - FATC #3
TAG CONDUIT CONDUCTORS SPECIALTY

A 3/4" 4 #14 AWG 2 X CABLE FA
B 3/4" 4 #14 AWG 4 X CABLE FA
C 3/4" 4 #14 AWG
D 3/4" 10 #14 AWG
E 3/4" 8 X CABLE FA
F 3/4" 8 #14 AWG
G 3/4" 8 #14 AWG
H 3/4" 16 #14 AWG 3 X CABLE FA
I 1/2" 1 X CABLE FA
J 3/4" 16 #14 AWG
K 1-1/4" 8 #14 AWG 14 X CABLE FA
L 24 PAIR TERMINATION BLOCK

NOTE:

1.  CABLE FA APPEARS TO BE A BELDEN 8574 MPR/FPLR 105C SHIELDED

E109889 OR AWM 2464, 16/2TSP.

2.  VERIFY ALL CABLE COUNTS AND SIZES IN THE FIELD PRIOR TO RELOCATING

BOX.

1/2"

1"
1"CAT5E CABLE

8AA-01

8AA-03

8AA-02

8AA-01

8AA-01

1/2"

242322212019181716151413121110987654321

FLOOR

TR DESIGNATOR

PATCH PANEL

PORT

A

8    A     A    01

LABEL KEY

DETAIL NOTES -
1. EACH LABEL SHALL BE MECHANICALLY PRODUCED.

2. EACH LABEL SHALL CONTAIN A MINIMUM OF 6 DIGITS.
VERIFY SCHEME WITH OWNER.

3. THERE SHALL BE 4 LABELS FOR EACH WIRE INSTALLED:
TWO ON THE WIRE CABLE
ONE ON THE PATCH PANEL
ONE ON THE FACE PLATE

4. ALL NEW CAT5E CABLES SHALL BE TERMINATED.  SEE
SPECIFICATIONS FOR FURTHER DETAIL.

V

= BLANK

= CAT 5E RJ-45 (VOICE)
(BLUE CABLE AND ORANGE JACK OR ICON)

KEYED NOTES -
1. TYPICAL: ALL TELECOMMUNICATIONS OUTLET WITH THE

EXCEPTION OF PATIENT ROOMS.

2. TYPICAL: OF ALL PATIENT ROOMS.

3. MOUNT AT 48" AFF.

W

R
= CAT 5E RJ-45 (REAL TIME)

(PURPLE CABLE AND PURPLE JACK OR ICON)

D
= CAT 5E RJ-45 (REAL DATA)

(WHITE CABLE AND BLACK JACK OR ICON)

= S-VIDEO (VIDEO)

= COMPOSITE LEFT (1) RCA (AUDIO)L

= COMPOSITE RIGHT (1) RCA (AUDIO)R

INFORMATION OUTLET JACK LEGEND

IDENTIFICATION

V

3

D

IDENTIFICATION

IDENTIFICATION

D

IDENTIFICATION

DD

IDENTIFICATION

IDENTIFICATION

RR

VV

2

IDENTIFICATION

IDENTIFICATION

DD

VV

1

FACE PLATE

MATING LUG (TYP.2)

SEE SPECIFICATIONS FOR
IDENTIFICATION REQUIREMENTS

(TYP.)

MAIN RUN BRANCH RUN

ALLOWABLE J-HOOK ARRANGEMENTS LVC TO SELECT AS CONSTRUCTION DICTATES

MAIN RUN WALL RUN

DETAIL NOTES -

KEYED NOTES -

1. J HOOK SHALL BE SIZED FOR CABLE SIZE AND LOAD.

2. SPACING BETWEEN J HOOKS 4 FEET ON CENTER.

3. INSTALL ADDITIONAL J HOOKS AS REQUIRED.

1. THIS HOOK IS DEDICATED FOR VOICE CABLING.

2. THIS HOOK IS DEDICATED FOR DATA CABLING.

3. THIS HOOK IS DEDICATED FOR TV CABLING.

4. PAGING CABLING.

5. CONCRETE FLOOR

6. WORK AREA OUTLET (TYPICAL)

7. CONDUIT TO ABOVE LAY-IN CEILING

8. WALL SLEEVE

9. FLOOR ABOVE

10. HANGER SUPPORTED FROM STRUCTURE OF FLOOR
ABOVE - OR WALL

11. LAY-IN CEILING

12. J-HOOK (TYPICAL)

ATR SUPPORTWALL

SUPPORT

4

2

3

1

3

4

1

2 1 2

5

6

7

8

9

1
1

12

10

.

.

.

A B

C D E F G H I

L L

JK

A

B

DETAIL NOTES -

E.C. TO PROVIDE AND INSTALL THE REQUIRED AMOUNT OF BLUE
(TELEPHONE) AND WHITE (DATA) ULTRA PLENUM RATED, SCOPE,
CATEGORY 5E, 4 PAIR/24AWG. UTP CABLE BETWEEN THE
COMBINATION TELEPHONE/DATA OUTLET AND THE 110-BLOCK
PHONE PANEL AND DATA PATCH PANEL IN THE DESIGNATED
CLOSET INDICATED ON DRAWINGS.

ALL DATA CABLES WILL BE TERMINATED ON A CATEGORY 5E
INSERT (ON EACH END) WITH THE TIA/EIA T568A PIN
CONFIGURATION. VOICE/TELEPHONE CABLE WILL BE
TERMINATED/PUNCHED DOWN ON 110 BLOCKS IN DESIGNATED
CLOSET. THE (2) WHITE JACKETED (DATA) CABLE WILL BE
TERMINATED AT THE COMMUNICATIONS CLOSET TO THE LEVITON
EXTREME 6 UNIVERSAL PATCH PANEL, 24 PORT, IU, LOW
PROFILE, PATCH PANEL AND EACH CABLE WILL BE MARKED AT
THE MODULE AND ON THE FRONT FACE PANEL WITH THE ROOM
NUMBER AND LOCATION.

FACE PLATES AND CATEGORY 5E INSERTS WILL BE AN IVORY
COLOR. FACE PLATE CONFIGURATION WILL BE PER
COMBINATION TELEPHONE/DATA OUTLET BOX DETAIL.

CONNECT THE CATEGORY 5E CABLE AT EACH OUTLET. PROVIDE
SUFFICIENT LENGTH OF CABLE AT 110-BLOCK PANEL AND THE
PATCH PANEL IN THE DESIGNATED CLOSET FOR OWNER
CONNECTION.

D

V

18" FROM
CENTERLINE

OF DEVICE
PLATE TO
FLOOR AS

NOTED

D

V

4

2

3

1

FINISHED CEILING

PROVIDE REQUIRED CABLE(S) AND
PULL STRING

3/4" PVC CONDUIT TO ACCESSIBLE
CEILING

BUSHING ON EACH
END OF CONDUIT

WALLPLATE

4" SQ. X 2 1/8" DP BOX & ONE GANG
RING, COVER PLATE AND JACK(S)
BY E.C.

RJ45 MODULAR JACK
TWO VOICE JACKS (1 & 2)
TWO DATA JACKS (3 & 4)
THIS CONFIGURATION IS
STANDARD UNLESS NOTED
ELSEWHERE ON THE DRAWINGS

1.

2.

3.

4.

TYPICAL OF COMBINATION TELEPHONE/DATA OUTLETS: (SEE DETAIL)

ELECTRICAL CONTRACTOR IS TO PROVIDE THE NECESSARY
AMOUNT OF J-HOOKS, BEAM CLAMPS, BRIDAL RINGS AND CABLE
CLIPS TO ATTACH ABOVE THE DROP CEILING MAINTAINING A
MINIMUM CLEARANCE REQUIREMENTS FROM SUCH ITEMS AS
HVAC EQUIPMENT, ELECTRICAL CONDUIT AND FLUORESCENT
LIGHTING FIXTURES.

ELECTRICAL CONTRACTOR IS TO LABEL ALL FACE PLATES WITH
PERMANENT LABELS PER REQUIREMENTS OF THE VA
CONSTRUCTION REPRESENTATIVE.

ELECTRICAL CONTRACTOR SHALL TEXT EACH AND EVERY
CATEGORY 5E CABLE INSTALLED AND TERMINATED AS PART OF
THIS PROJECT. CABLES SHALL BE TESTED WITH A MICROTEST
PENTA-SCANNER AND ARE REQUIRED TO MEET OF EXCEED ALL
CURRENT TIA/EIA STANDARDS FOR CATEGORY 5E INSTALLATION.
PRINTED TEST RESULTS WILL BE PROVIDED FOR EACH
CATEGORY 5E CABLE.

E.C. TO VERIFY POWER REQUIREMENTS FOR AIR CONDITIONERS,
AHUS, ACCU'S, ETC. PROVIDE D/S PER EQUIPMENT IN ACCORD
WITH VA STANDARDS.

E.C. TO COORDINATE POWER REQUIREMENTS, FIRE ALARM
CONNECTIONS, ETC. FOR ALL DOORS. SEE DOOR AND
HARDWARE SCHEDULE AND ARCHITECTURAL FLOOR PLAN.
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6.
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1 TYPICAL CABLE IDENTIFICATION DETAIL

NOT TO SCALEET501

2 TELECOMMUNICATIONS OUTLET FACEPLATE DETAIL

NOT TO SCALEET501

3 TYPICAL CABLE SUPPORTS

NOT TO SCALEET501

4 FIRE ALARM TERMININATION CABINET #3
NOT TO SCALEET501

5 TYPICAL COMBINATION DATA/TELEPHONE OUTLET BOX DETAIL



HORIZONTAL CABLING SCHEDULE

DES
VOICE DATA OTHER FACEPLATE

DETAIL
NOTES

QUANTITY TYPE CABLE COLOR JACK COLOR QUANTITY TYPE CABLE COLOR JACK COLOR QUANTITY TYPE CABLE COLOR JACK COLOR

W 1 CAT5E BLUE ORANGE 2 / ET501 2 ,4

2v2d 2 CAT5E BLUE ORANGE 2 CAT5E WHITE BLACK 2 / ET501 2 ,4

WAP 1 CAT5E GRAY BLACK 2 / ET501 2

TV 1 RG-6 Black 2 / ET501 1 ,4

Cxx 1 CAT5E WHITE BLACK 2 / ET501 3

CABLE SPECIFICATIONS NOTES:

1.   CONNECT RG-6 CABLES DIRECTLY TO NEW 4-PORT SPLITTER THAT SHALL BE MOUNTED IN EXISTING SC JUNCTION BOX IN TELECOM ROOM.  CONNECT CABLES TO F-STYLE COUPLER AT EACH TV LOCATION.

     SEE PLANS FOR FURTHER INFORMATION.

2.  ALL VOICE CABLES SHALL TERMINATE ONTO NEW 110A-4PR STYLE BLOCKS AND ALL DATA CABLES SHALL TERMINATE ONTO NEW MODULAR PATCH PANELS IN THEIR RESPECTIVE CLOSETS.

3.  CCTV CAMERA LOCATIONS.

4.  ALL FLUSH FACEPLATES SHALL BE STAINLESS TO MATCH ELECTRICAL.

CAMERA SCHEDULE

DES. LOCATION CAMERA TYPE LENS TYPE ENCLOSURE  TYPE MOUNT TYPE SEE NOTE

C01 WAITING A170A PTZ SMOKED DOME CEILING MOUNTED

C02 WAITING A170A PTZ SMOKED DOME CEILING MOUNTED

C03 SOUTH CORRIDOR PTZ SMOKED DOME CEILING MOUNTED

C04 HALLWAY RM A150 PTZ SMOKED DOME CEILING MOUNTED

C05 WAITING RM A150 PTZ SMOKED DOME CEILING MOUNTED

C06 EAST ENTRANCE PTZ SMOKED DOME CEILING MOUNTED

CAMERA SCHEDULE NOTES:
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